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Notice of use and disclosure

Copyright © ZigBee Alliance, Inc. (1996-2017). All rights Reserved. This
information within this document is the property of the ZigBee Alliance and its use
and disclosure are restricted.

Elements of ZigBee Alliance specifications may be subject to third party intellectual
property rights, including without limitation, patent, copyright or trademark rights
(such a third party may or may not be a member of ZigBee). ZigBee is not responsible
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any or all such third party intellectual property rights.

No right to use any ZigBee name, logo or trademark is conferred herein. Use of any
ZigBee name, logo or trademark requires membership in the ZigBee Alliance and
compliance with the ZigBee Logo and Trademark Policy and related ZigBee policies.

This document and the information contained herein are provided on an “AS IS” basis
and ZigBee DISCLAIMS ALL WARRANTIES EXPRESS OR IMPLIED,
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OF THE INFORMATION HEREIN WILL NOT INFRINGE ANY RIGHTS OF
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INTELLECTUAL PROPERTY RIGHTS INCLUDING PATENT, COPYRIGHT OR
TRADEMARK RIGHTS) OR (B) ANY IMPLIED WARRANTIES OF
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, TITLE OR
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WITH THIS DOCUMENT OR THE INFORMATION CONTAINED HEREIN,
EVEN IF ADVISED OF THE POSSIBILITY OF SUCH LOSS OR DAMAGE. Al
Company, brand and product names may be trademarks that are the sole property of
their respective owners.

The above notice and this paragraph must be included on all copies of this document
that are made.
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1 Introduction

This document contains the PICS, test specification and PICS/test case cross reference for the
ZCL color control cluster.

1.1 Conformance levels

The key words "SHALL", "SHALL NOT", "SHOULD", "SHOULD NOT",
"RECOMMENDED" and "MAY™ in this document are to be interpreted as described in [R7].
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3> References |

93 2.1 ZigBee Alliance documents

94 [R1] ZigBee Cluster Library Specification, ZigBee Alliance document 07-5123.

95 [R2] ZCL General Test Specification, ZigBee Alliance document 15-0xXxx.

96 [R3] ZCL On/Off Cluster Test Specification, ZigBee Alliance document 15-0310.

97 [R4] ZCL Color Control Cluster XML PICS, ZigBee Alliance document 16-02809.

98 [R5] ZigBee Lighting & Occupancy Device Specification, ZigBee document 15-0014.

99 [R6] ZCL Color Control Cluster Test Specification Errata, ZigBee Alliance document 16-
100 OXXXX.

101 2.2 IETF documents

102 [R7] S. Bradner, Key words for use in RFCs to Indicate Requirement Levels, IETF RFC 2119,
103 March 1997.

104
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A3 PIXIT items

Item number Feature Support
CC.PIXITOL.1 Approximate X coordinate for a red hue? 45317
CC.PIXITOL.2 Approximate Y coordinate for a red hue? 20204
CC.PIXITO02.1 Approximate X coordinate for a green hue? 11140
CC.PIXIT02.2 Approximate Y coordinate for a green hue? 45874
CC.PIXITO3.1 Approximate X coordinate for a blue hue? 10039
CC.PIXIT03.2 Approximate Y coordinate for a blue hue? 3116
CC.PIXITO4 Approximate extended hue value for a red hue? 0
CC.PIXITO5 Approximate extended hue value for a green hue? 25600
CC.PIXITO6 Approximate extended hue value for a blue hue? 47104
CC.PIXIT.MINRI What is the minimum reporting interval for reporting | 19
attributes?
CCPIXIT.MAXRI | What is the non-zero maximum reporting interval for
reporting attributes?

106
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iyam4 PICS
108  All references are for the ZigBee Cluster Library specification [R1] unless otherwise indicated.
109  An XML version of these PICS is also available in [R4].
110 4.1 Usage
Item number Feature Reference Status Support
CC.S Does the device support the 522 @) Yes/
color control cluster as a server?
CC.C Does the device support the 5.2.3 O /No
color control cluster as a client?
111
112 4.2 Server
113 4.2.1 Attributes
Item number Feature Reference Status Support
CC.S.A0000 Does the device implement the Table 5.3, CCS: 0 Yes/
CurrentHue attribute? 5.2.221.1
CC.S.A0000.Report.Tx | Does the device implement receiving | 5.2.2.6 CC.S.A0000: | Yes/
and responding to the global report M
attribute commands for the
CurrentHue attribute and sending
reports?
CC.S.A0001 Does the device implement the Table 5.3, CCS:0 Yes/
CurrentSaturation attribute? 5.2.22.1.2
CC.S.A0001.Scene Does the device implement receiving | 5.2.2.5 (CC.S.A0001 | Yes/
and responding to the scene cluster &S.S):M
commands for the CurrentSaturation
attribute?
CC.S.A0001.Report.Tx | Does the device implement receiving | 5.2.2.6 CC.S.A0001: | Yes/
and responding to the global report M
attribute commands for the
CurrentSaturation attribute and
sending reports?
CC.S.A0002 Does the device implement the Table 5.3, CCsS: 0 Yes/
RemainingTime attribute? 5.2.2.2.1.3
CC.S.A0003 Does the device implement the Table 5.3, CCS:M Yes/
CurrentX attribute? 5.2.22.14
CC.S.A0003.Scene Does the device implement receiving | 5.2.2.5 (CC.S.A0003 | Yes/
and responding to the scene cluster &S.S):M
commands for the CurrentX attribute?
CC.S.A0003.Report.Tx | Does the device implement receiving | 5.2.2.6 CC.S.A0003: | Yes/
and responding to the global report M
attribute commands for the CurrentX
attribute and sending reports?

Page 12
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Item number Feature Reference Status Support
CC.S.A0004 Does the device implement the Table5.3, | CC.S:M Yes/
CurrentY attribute? 5.2.2.2.1.5
CC.S.A0004.Scene Does the device implement receiving | 5.2.2.5 (CC.S.A0004 | Yes/
and responding to the scene cluster &S.S):M
commands for the CurrentY attribute?

CC.S.A0004.Report.Tx | Does the device implement receiving | 5.2.2.6 CC.S.A0004:; | Yes/
and responding to the global report M
attribute commands for the CurrentY
attribute and sending reports?

CC.S.A0005 Does the device implement the Table 5.3, CCs: 0 /No
DriftCompensation attribute? 522216

CC.S.A0006 Does the device implement the Table 5.3, CCs: 0 /No
CompensationText attribute? 522217

CC.S.A0007 Does the device implement the Table 5.3, CCs: 0 Yes/
ColorTemperatureMireds attribute? 522218

CC.S.A0007.Scene Does the device implement receiving | [R5] (CC.S.A0007 | Yes/
and responding to the scene cluster 27512 &S.S):M
commands for the
ColorTemperatureMireds attribute?

CC.S.A0007.Report.Tx | Does the device implement receiving | 5.2.2.6 CC.S.A0007: | Yes/
and responding to the global report M
attribute commands for the
ColorTemperatureMireds attribute
and sending reports?

CC.S.A0008 Does the device implement the Table 5.3, CCsS:M Yes/
ColorMode attribute? 522219

CC.S.A000f Does the device implement the Table 5.3, CCS:M Yes/
Options attribute? 5222110

CC.S.A0010 Does the device implement the Table 5.8, CCs: 0 Yes/
NumberOfPrimaries attribute? 522221

CC.S.A0011 Does the device implement the Table 5.8, CCs:0 Yes/
Primary1X attribute? 522222

CC.S.A0012 Does the device implement the Table 5.8, CCsS: 0 Yes/
Primaryly attribute? 522223

CC.S.A0013 Does the device implement the Table 5.8, CCs:0 Yes/
Primarylintensity attribute? 522224

CC.S.A0015 Does the device implement the Table 5.8, CCsS: 0 Yes/
Primary2X attribute? 522225

CC.S.A0016 Does the device implement the Table 5.8, CCs: 0 Yes/
Primary2Y attribute? 522225

CC.S.A0017 Does the device implement the Table 5.8, CCs: 0 Yes/
Primary2Intensity attribute? 522225

CC.S.A0019 Does the device implement the Table 5.8, CCs: 0 Yes/
Primary3X attribute? 522225

CC.S.A001a Does the device implement the Table 5.8, CCsS: 0 Yes/
Primary3Y attribute? 522225

@%‘g?f?, = Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. Page 13
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Item number Feature Reference Status Support
CC.S.A001b Does the device implement the Table 5.8, CCs: 0 Yes/
Primary3intensity attribute? 522225
CC.S.A0020 Does the device implement the Table 5.9, CCs: 0 /No
Primary4X attribute? 522231
CC.S.A0021 Does the device implement the Table 5.9, CCs: 0 /No
Primary4Y attribute? 522231
CC.S.A0022 Does the device implement the Table 5.9, CCs:0 /No
Primary4Intensity attribute? 522231
CC.S.A0024 Does the device implement the Table 5.9, CCs:0 /No
Primary5X attribute? 522231
CC.S.A0025 Does the device implement the Table 5.9, CCs: 0 /No
Primary5Y attribute? 522231
CC.S.A0026 Does the device implement the Table 5.9, CCsS: 0 /No
Primary5Intensity attribute? 522231
CC.S.A0028 Does the device implement the Table 5.9, CCs: 0 /No
Primary6X attribute? 522231
CC.S.A0029 Does the device implement the Table 5.9, CCs: 0 /No
Primary6Y attribute? 522231
CC.S.A002a Does the device implement the Table 5.9, CCsS: 0 /No
Primary6intensity attribute? 522231
CC.S.A0030 Does the device implement the Table 5.10, | CC.S: O Yes/
WhitePointX attribute? 522241
CC.S.A0031 Does the device implement the Table 5.10, | CC.S: O Yes/
WhitePointY attribute? 522242
CC.S.A0032 Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointRX attribute? 522243
CC.S.A0033 Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointRY attribute? 522244
CC.S.A0034 Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointRIntensity attribute? 522245
CC.S.A0036 Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointGX attribute? 522246
CC.S.A0037 Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointGY attribute? 522246
CC.S.A0038 Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointGlntensity attribute? 522246
CC.S.A003a Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointBX attribute? 5.2.2.2.4.6
CC.S.A003b Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointBY attribute? 5.2.2.2.4.6
CC.S.A003c Does the device implement the Table 5.10, | CC.S: O Yes/
ColorPointBIntensity attribute? 522246
CC.S.A4000 Does the device implement the Table 5.3, CCs: 0 Yes/

EnhancedCurrentHue attribute? 5222110
Page 14 Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. @Bgelee ”
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Item number Feature Reference Status Support

CC.S.A4000.Scene Does the device implement receiving | 5.2.2.5 (CC.S.A4000 | Yes/
and responding to the scene cluster &S.S):M
commands for the
EnhancedCurrentHue attribute?

CC.S.A4001 Does the device implement the Table 5.3, CCS:M Yes/
EnhancedColorMode attribute? 5222111

CC.S.A4002 Does the device implement the Table 5.3, CCs: 0 Yes/
ColorLoopActive attribute? 5222112

CC.S.A4002.Scene Does the device implement receiving | 5.2.2.5 (CC.S.A4002 | Yes/
and responding to the scene cluster &S.S): M
commands for the ColorLoopActive
attribute?

CC.S.A4003 Does the device implement the Table 5.3, CCs: 0 Yes/
ColorLoopDirection attribute? 5222113

CC.S.A4003.Scene Does the device implement receiving | 5.2.2.5 (CC.S.A4003 | Yes/
and responding to the scene cluster &S.S):M
commands for the
ColorLoopDirection attribute?

CC.S.A4004 Does the device implement the Table 5.3, CCs:0 Yes/
ColorLoopTime attribute? 5222114

CC.S.A4004.Scene Does the device implement receiving | 5.2.2.5 (CC.S.A4004 | Yes/
and responding to the scene cluster &S.S): M
commands for the ColorLoopTime
attribute?

CC.S.A4005 Does the device implement the Table 5.3, CCs: 0 Yes/
ColorLoopStartEnhancedHue 5222115
attribute?

CC.S.A4006 Does the device implement the Table 5.3, CCs: 0 Yes/
ColorLoopStoredEnhancedHue 5222116
attribute?

CC.S.A400a Does the device implement the Table 5.3, CCS:M Yes/
ColorCapabilities attribute? 5.2.2.2.1.17

CC.S.A400b Does the device implement the Table 5.3, CCsS: 0 Yes/
ColorTempPhysicalMinMireds 5.2.2.2.1.18
attribute?

CC.S.A400c Does the device implement the Table 5.3, CCs:0 Yes/
ColorTempPhysicalMaxMireds 5.2.2.2.1.19
attribute?

CC.S.A400d Does the device implement the [R5] Table | CC.S: O Yes/
CoupleColorTempToLevelMinMireds | 74,
attribute? 275.1.1.1

CC.S.A4010 Does the device implement the [R5] Table | CC.S: O Yes/
StartUpColorTemperatureMireds 74,
attribute? 275114

CC.S.Afffd Does the device implement the Table 2-1, CCS: M Yes/
ClusterRevision global attribute? 23511

@%‘g?f?, = Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. Page 15




114

115

ZCL Color Control Cluster Test Specification Errata, v1.0

ZigBee Document 16-02862-004, July 3rd, 2017

Item number Feature Reference Status Support

CC.S.Afffe Does the device implement the Table2-1, | CC.S:0 /No
AttributeReportingStatus global 23512
attribute?

4.2.2 Commands received

Item number Feature Reference Status Support

CC.S.C00.Rsp Does the device implement receiving Table5.11, | CC.S: O Yes/
the Move to hue command? 5.2.2.3.3

CC.S.CO1.Rsp Does the device implement receiving Table 5.11, | CC.S: O Yes/
the Move hue command? 5.2.2.34

CC.S.C02.Rsp Does the device implement receiving Table 5.11, | CC.S: O Yes/
the Step hue command? 5.2.2.35

CC.S.C03.Rsp Does the device implement receiving Table 5.11, | CC.S: O Yes/
the Move to saturation command? 5.2.2.3.6

CC.S.C04.Rsp Does the device implement receiving Table 5.11, | CC.S: O Yes/
the Move saturation command? 5.2.2.3.7

CC.S.C05.Rsp Does the device implement receiving Table 5.11, | CC.S: O Yes/
the Step saturation command? 5.2.2.3.8

CC.S.C06.Rsp Does the device implement receiving Table 5.11, | CC.S: O Yes/
the Move to hue and saturation 5.2.2.3.9
command?

CC.S.CO07.Rsp Does the device implement receiving Table5.11, | CC.S: M Yes/
the Move to color command? 5.2.2.3.10

CC.S.C08.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Move color command? 5.2.2.3.11

CC.S.C09.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Step color command? 5.2.2.3.12

CC.S.COa.Rsp Does the device implement receiving Table5.11, | CC.S: O Yes/
the Move to color temperature 5.2.2.3.13
command?

CC.S.C40.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Enhanced move to hue command? 5.2.2.3.14

CC.S.C41.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Enhanced move hue command? 5.2.2.3.15

CC.S.C42.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Enhanced step hue command? 5.2.2.3.16

Page 16 Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. @Bgﬁee
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Item number Feature Reference Status Support
CC.S.C43.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Enhanced move to hue and 5.2.2.3.17
saturation command?
CC.S.C44.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Color loop set command? 5.2.2.3.18
CC.S.C47.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Stop move step command? 5.2.2.3.19
CC.S.C4b.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Move color temperature command? | 5.2.2.3.20
CC.S.C4c.Rsp Does the device implement receiving Table 5.11, | CC.S: M Yes/
the Step color temperature command? | 5.2.2.3.21
116
117

118 4.3 Client

119 4.3.1 Attributes

Item number Feature Reference Status Support

CC.C.A0000.Report.Rsp | Does the device implement sending | 5.2.2.6 CC.C:0O /No
global report attribute command
request and receiving reports for the
CurrentHue attribute?

CC.C.A0001.Report.Rsp | Does the device implement sending | 5.2.2.6 CC.C:0 /No
global report attribute command
request and receiving reports for the
CurrentSaturation attribute?

CC.C.A0003.Report.Rsp | Does the device implement sending | 5.2.2.6 CC.C:.0 /No
global report attribute command
request and receiving reports for the
CurrentX attribute?

CC.C.A0004.Report.Rsp | Does the device implement sending | 5.2.2.6 CC.C:.0 /No
global report attribute command
request and receiving reports for the
CurrentY attribute?

CC.C.A0007.Report.Rsp | Does the device implement sending | 5.2.2.6 CC.C:0 /No
global report attribute command

request and receiving reports for the
ColorTemperatureMireds attribute?

CC.C.Afffd Does the device implement the Table 2-1, | CC.C:M /No
ClusterRevision global attribute? 2.35.1.1

CC.C.Afffe Does the device implement the Table 2-1, | CC.C: O /No
AttributeReportingStatus global 2.35.1.2
attribute?
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4.3.2 Commands generated

Item number Feature Reference Status Support

CC.C.C00.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Move to hue command? 52233

CC.C.C01L.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Move hue command? 52234

CC.C.C02.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Step hue command? 52235

CC.C.C03.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Move to saturation command? 52236

CC.C.C04.Tx Does the device implement sending the | Tapje 511, | CC.C: /No
Move saturation command? 52237

CC.C.C05.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Step saturation command? 52238

CC.C.C06.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Move to hue and saturation command? | 559239

CC.C.C07.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Move to color command? 522310

CC.C.C08.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Move color command? 5.2.2.3.11

CC.C.C09.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Step color command? 522312

CC.C.C0a.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Move to color temperature command? | 522313

CC.C.C40.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Enhanced move to hue command? 522314

CC.C.C41.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Enhanced move hue command? 522315

CC.C.C42.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Enhanced step hue command? 522316

CC.C.C43.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Enhanced move to hue and saturation | 5292317
command?

CC.C.C44.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Color loop set command? 5221318

CC.C.C47.Tx Does the device implement sending the | Taple 511, | CC.C: /No
Stop move step command? 522319

Page 18 Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. @Bgelee ”
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Item number Feature Reference Status Support
CC.C.C4b.Tx Does the device implement sending the | Tgpje 511, | CC.C: O /No
Move color temperature command? 5.2.2.3.20
CC.C.C4c.Tx Does the device implement sending the | Tapje 5,11, | CC.C: O /No
Step color temperature command? 5.2.2.3.21
@%‘3,“.%°, = Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. Page 19
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5 Test specification

5.1 Introduction

5.1.1 Test case overview

The following test cases are available for the color control cluster:

Test ID Description Reference
Global tests

CC-TC-01G | Global attributes 521
Server side tests

CC-TC-01S Attributes with server as DUT 531

CC-TC-02S Primary functionality with server as DUT 5.3.2

CC-TC-03S Color loop functionality with server as DUT 5.3.3

CC-TC-04S Color temperature functionality with server as DUT 534

CC-TC-05S Scenes functionality with server as DUT 535

CC-TC-06S Reporting functionality with server as DUT 5.3.6

CC-TC-07S Startup functionality with server as DUT 5.3.7

CC-TC-08S Couple color temperature to level functionality with server as 5.3.8

DUT

CC-TC-09S ExecutelfOff behavior with server as DUT 539
Client side tests

CC-TC-01C | Functionality with client as DUT 54.1

Unless otherwise specified, whenever color manipulation commands are used, the

OptionsMask and OptionsOverride fields of SHALL NOT be included.

5.1.2 Testing tolerances

In test cases where a change in an attribute value is tested over time, it is permitted for the
devices involved in the test to be within a tolerance of £15% of the expected value. As such,
these test cases indicate that the attribute value must be approximately equal to an expected
value, to which the £15% tolerance should then be applied. All other attribute values presented
are expected to be exact.

5.1.3 Client DUTs

For client test cases only test steps that pertain to commands that are supported on the DUT are
required to be executed. All commands in this cluster for which support is indicated in the
PICS SHALL be exercised, using valid, application achievable values.
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Note that for the client attribute test case, it is permissible for the client not to be able to
execute any of the test steps.

The client SHALL ensure that an application link, e.g. a binding link, exists between itself and
the test harness. This should be configured before starting the test.

5.1.4 Color range

When verifying the physical change in color by observation, deviation from the specified color
is permitted. Additionally, implementations are not required to implement the full color range.
Where a color indicated in this test specification is not achievable by the DUT, the nearest
possible alternative color should be substituted.

Color temperature attributes and command fields are represented as a scaled inverse of the
current value of the color temperature known as a mired (micro reciprocal degree) value.
Mired is related to the actual color temperature in kelvins as:
1000000
'=—x
Where T is the color temperature in kelvins and M is the mired value.

5.1.5 Test steps manipulating attributes

In test case steps that require more than one attribute to be manipulated (e.g. read), the tester
may decide whether it is appropriate or practical to send a single attribute manipulation
command, containing multiple attributes, or multiple attribute manipulation commands, each
containing a single attribute. The test case is designed to verify the behavior of the device
supporting the attribute rather that verifying the attribute manipulation command in question.
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5.2 Generic test cases

5.2.1 CC-TC-01G: Global attributes
This test case verifies the behavior of the global attributes of the color control cluster client

and server.

In this test, the PICS notation CC.S.Agm and CC.C.Agm represents the list of global attributes
that are specified as being mandatory for either the server or client, respectively. Similarly, the
PICS notation CC.S.Ago and CC.C.Ago represents the list of global attributes that are
specified as being optional for either the server or client, respectively.

5.2.1.1 Scope

General:

Color control cluster (0x0300):

e All global attributes

PICS:

e CCS,CCC

Read attributes command (0x00)
Read attributes response command (0x01)
Write attributes command (0x02)
Write attributes response command (0x04)

e CC.S.Agm, CC.C.Agm, CC.S.Ago, CC.C.Ago

5.2.1.2 Required devices

Designation Symbol Description
DUT Device under test implementing:
e The color control cluster server or client.
TH @ Test harness implementing:

e The color control cluster client or server,
I.e. the opposite cluster instantiation as
implemented on the DUT.

5.2.1.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.
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185 5.2.1.4 Test preparation

Link TH CLIENT with DUT SERVER

Before After
186
CC-TC-01G: Global attributes
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame
to form the network.
P2 | Power on TH and DUT. TH and DUT are powered on.
P3 | Join TH and DUT to a ZigBee Observe appropriate communication
network. between TH, DUT and any other
relevant node on the ZigBee network.
--- End of test case CC-TC-01G preparation ---
187

@"ﬂf‘ﬁ", ki Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. Page 23



ZCL Color Control Cluster Test Specification Errata, v1.0

ZigBee Document 16-02862-004, July 3rd, 2017

188 5.2.1.5 Test procedure

B-TC-01G: Global attributes
Item | PICS Test Harness Step DUT pass Verification
1 | CC.S.Agm, TH unicasts a ZCL read DUT unicasts a ZCL read
CC.C.Agm attributes command frame to | attributes response command frame
DUT to read each mandatory to TH containing each requested
global attribute of this cluster | attribute.
one at a time. The data type in each command
must match the value listed in the
specification(s). The data value in
each command for the attribute
must fall within the valid range
described in the specification(s).
2a | CC.S.Agm, TH unicasts a ZCL write DUT unicasts a ZCL write
CC.CAM | attributes command frame to | attributes response command frame
DUT to write the respective to TH for each attribute.
default value to each If the access control of DUT is set
mandatory global attribute of | to READ, the DUT response will
this cluster one at a time. indicate that the attribute write
command was not a SUCCESS. If
the access control of DUT is set to
READ/WRITE, the DUT response
will indicate that the write
command was a SUCCESS.
2b | CC.S.Agm, TH unicasts a ZCL read DUT unicasts a ZCL read
CC.CAM | attributes command frame to | attributes response command frame
DUT to read back each to TH containing the requested
attribute written in step 2a. attribute.
If the Status field of the write
attributes response command frame
was equal to SUCCESS, the
updated value is read back. If the
Status field of the write attributes
response command frame was not
equal to SUCCESS the value is not
updated when read back.
Continued...
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B-TC-01G: Global attributes

ltem

PICS

Test Harness Step

DUT pass Verification

CC.S.Ago,

CC.C.Ago

TH unicasts a ZCL read
attributes command frame to
DUT to read each optional
global attribute of this cluster
one at a time.

DUT unicasts a ZCL read
attributes response command frame
to TH containing each attribute.

If the DUT implements the
attribute, the Status field will be
equal to SUCCESS and the
command will contain the
requested attribute. If the DUT
does not implement the attribute,
the Status field will not be equal to
SUCCESS.

The data type in each command
must match the value listed in the
specification(s). The data value in
each command for the attribute
must fall within the valid range
described in the specification(s).

da

CC.S.Ago,

CC.C.Ago

TH unicasts a ZCL write
attributes command frame to
DUT to write the respective
default value to each optional
global attribute of this cluster
one at a time.

DUT unicasts a ZCL write
attributes response command frame
to TH for each attribute.

If the attribute is not implemented
or the access control of DUT is set
to READ, the DUT response will
indicate that the attribute write
command was not a SUCCESS. If
the attribute is implemented and the
access control of DUT is set to
READ/WRITE, the DUT response
will indicate that the write
command was a SUCCESS.

4b

CC.S.Ago,

CC.C.Ago

TH unicasts a ZCL read
attributes command frame to
DUT to read back each
attribute written in step 4a.

DUT unicasts a ZCL read
attributes response command frame
to TH containing the requested
attribute.

If the Status field of the write
attributes response command frame
was equal to SUCCESS, the
updated value is read back. If the
Status field of the write attributes
response command frame was not
equal to SUCCESS the value is not
updated when read back.

--- End of test case CC-TC-01G ---
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5.3 Server test cases

5.3.1 CC-TC-01S: Attributes with server as DUT

This test case verifies the behavior of the attributes of the color control cluster server.

In this test, the PICS notation CC.S.Am represents the list of non-global attributes that are
specified as being mandatory. Similarly, the PICS notation CC.S.Ao represents the list of non-

global attributes that are specified as being optional.

5.3.1.1 Scope

General:

e Read attributes command (0x00)

e Read attributes response command (0x01)

e Write attributes command (0x02)

e Write attributes response command (0x04)

Color control cluster (0x0300):
e All non-global attributes

PICS:
e CCS

e CC.S.Am,CC.S.Ao

5.3.1.2 Required devices

e The color control cluster server.

Designation Symbol Description
TH y Test harness client implementing:
CLIENT o e The color control cluster client.
DUT y Device under test server implementing:
SERVER | SERVER

5.3.1.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.
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212 5.3.1.4 Test preparation
Link TH CLIENT with DUT SERVER

ZigBee
@ Network

ZigBee
Network

o
Before After
213
CC-TC-01S: Attributes with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame
to form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER | Observe appropriate communication
to a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case CC-TC-01C preparation ---
214
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5.3.1.5 Test procedure

CC-TC-01S: Attributes with server as DUT

Item | PICS Test Harness Step DUT pass Verification
1 | CC.S.Am TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT containing
read each mandatory attribute | each requested attribute.

Of th|S CIUSter one ata t|me The data type in each Command
must match the value listed in the
specification(s). The data value in
each command for the attribute
must fall within the valid range
described in the specification(s).

2a | CC.S.Am TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
write attributes command write attributes response command
frame to DUT SERVER to frame to TH CLIENT for each
write the respective default attribute.

value to each mandatory If the access control of DUT

attribute of this cluster one ata | SERVER is set to READ, the DUT

time. SERVER response will indicate
that the attribute write command
was not a SUCCESS. If the access
control of DUT SERVER is set to
READ/WRITE, the DUT SERVER
response will indicate that the write
command was a SUCCESS.

2b | CC.S.Am TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL

read attributes command read attributes response command

frame to DUT SERVER to frame to TH CLIENT containing

read back each attribute written | the requested attribute.

in step 2a. If the Status field of the write
attributes response command frame
was equal to SUCCESS, the
updated value is read back. If the
Status field of the write attributes
response command frame was not
equal to SUCCESS the value is not
updated when read back.

Continued...
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CC-TC-01S: Attributes with server as DUT

Item | PICS

Test Harness Step

DUT pass Verification

3 | CCS.Ao

TH CLIENT unicasts a ZCL
read attributes command
frame to DUT SERVER to
read each optional attribute of
this cluster one at a time.

DUT SERVER unicasts a ZCL
read attributes response command
frame to TH CLIENT containing
each attribute.

If the DUT SERVER implements
the attribute, the Status field will be
equal to SUCCESS and the
command will contain the
requested attribute. If the DUT
SERVER does not implement the
attribute, the Status field will not be
equal to SUCCESS.

The data type in each command
must match the value listed in the
specification(s). The data value in
each command for the attribute
must fall within the valid range
described in the specification(s).

4a | CC.S.A0

TH CLIENT unicasts a ZCL
write attributes command
frame to DUT SERVER to
write the respective default
value to each optional attribute
of this cluster one at a time.

DUT SERVER unicasts a ZCL
write attributes response command
frame to TH CLIENT for each
attribute.

If the attribute is not implemented
or the access control of DUT
SERVER is set to READ, the DUT
SERVER response will indicate
that the attribute write command
was not a SUCCESS. If the
attribute is implemented and the
access control of DUT SERVER is
set to READ/WRITE, the DUT
response will indicate that the write
command was a SUCCESS.

Continued...
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CC-TC-01S: Attributes with server as DUT

Item | PICS Test Harness Step DUT pass Verification
4b | CC.S.Ao TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT containing
read back each attribute written | the requested attribute.
In step 4a. If the Status field of the write

attributes response command frame
was equal to SUCCESS, the
updated value is read back. If the
Status field of the write attributes
response command frame was not
equal to SUCCESS the value is not
updated when read back.

--- End of test case CC-TC-01S ---

216
217
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218 5.3.2 CC-TC-02S: Primary functionality with server as DUT
219  This test case verifies the primary functionality of the color control cluster server.

220 5.3.2.1 Scope

221  General:

222 e Read attributes command (0x00)

223 e Read attributes response command (0x01)
224 e Default response command (0x0b)

225  Color control cluster (0x0300):

226 e CurrentHue attribute (0x0000)

227 e CurrentSaturation attribute (0x0001)
228 e RemainingTime attribute (0x0002)

229 e CurrentX attribute (0x0003)

230 e CurrentY attribute (0x0004)

231 e ColorMode attribute (0x0008)

232 e EnhancedCurrentHue attribute (0x4000)
233 e EnhancedColorMode attribute (0x4001)
234 e ColorCapabilities attribute (0x400a)
235 e Move to hue command (0x00)

236 e Move hue command (0x01)

237 e Step hue command (0x02)

238 e Move to saturation command (0x03)
239 e Move saturation command (0x04)

240 e Step saturation command (0x05)

241 e Move to hue and saturation command (0x06)
242 e Move to color command (0x07)

243 e Move color command (0x08)

244 e Step color command (0x09)

245 e Enhanced move to hue command (0x40)
246 e Enhanced move hue command (0x41)
247 e Enhanced step hue command (0x42)
248 e Enhanced move to hue and saturation command (0x43)
249 e Stop move step command (0x47)

@"%Bﬁ“, i Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. Page 31



250
251
252
253

254

255

256

257

258
259

ZCL Color Control Cluster Test Specification Errata, v1.0

ZigBee Document 16-02862-004, July 3rd, 2017

PICS:
e CCS

e CC.S.A0000-CC.S.A0004, CC.S.A0008, CC.S.A4000, CC.S.A4001, CC.S.A400a
e (CC.S5.C00.Rsp-CC.S.C09.Rsp, CC.S.C40.Rsp-CC.S.C43.Rsp, CC.S.C47.Rsp

5.3.2.2 Required devices

Designation Symbol Description
TH y Test harness client implementing:
CLIENT @ e The on/off cluster client and
e The color control cluster client.
DUT y Device under test server implementing:
SERVER @ e The on/off cluster server and

e The color control cluster server.

5.3.2.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.
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260 5.3.2.4 Test preparation
Link TH CLIENT with DUT SERVER

ZigBee
@ Network

ZigBee
Network

o
Before After
261
CC-TC-02S: Primary functionality with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame
to form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER | Observe appropriate communication
to a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case CC-TC-02S preparation ---
262
263
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5.3.2.5 Test procedure

CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

Oa TH CLIENT unicasts a ZCL If requested, DUT SERVER
on command to DUT unicasts a ZCL default response
SERVER. command frame to TH CLIENT

with the status field equal to 0x00
(SUCCESS).
DUT SERVER turns on.
Ob | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO3.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to with the status field equal to 0x00
saturation command frameto | (SUCCESS).
DUT SERVER with the DUT SERVER adjusts its
saturation field set to Oxfe saturation to the maximum value.
(maximum saturation) and the
transition time field set to
0x0000 (move immediately).

1 | CCS.A400a | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the ColorCapabilities ColorCapabilities attribute has a
attribute. value commensurate with the

device type.

2 | CC.S.A400a, | If supported in the If requested, DUT SERVER

CC.S.CO7Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).

SERVER with the ColorX and DUT SERVER Changes to ared
ColorY fields set to color.
CC.PIXIT01.1 and
CC.PIXITO01.2, respectively,
(red color) and the transition
time field set to 0x0032 (5s).
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
3a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO07.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the ColorX and | pUT SERVER begins to changes
ColorY fields set to to a green color.
CC.PIXIT02.1 and
CC.PIXIT02.2, respectively,
(green color) and the transition
time field set to 0x00c8 (20s).
3b | CC.S.A0002 | After 10s, TH CLIENT DUT SERVER unicasts a ZCL
unicasts a ZCL read attributes | read attributes response command
command frame to DUT frame to TH CLIENT.
SERVER to read the RemainingTime attribute has a
Remalnlnngme attribute. value approximate|y equa| to
0x0064.
Continued...
3c | CC.S.A0002 | After 15s, TH CLIENT DUT SERVER unicasts a ZCL
unicasts a read attributes read attributes response command
command frame to DUT frame to TH CLIENT.
SERVER to read the RemainingTime attribute has the
RemainingTime attribute. value 0x0000.
DUT SERVER has changed to a
green color.
4a | CC.S.A0003, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
CC.S.A0004 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentX and CurrentX and CurrentY attributes
CurrentY attributes. have values equal to CC.PIXIT02.1
and CC.PIXIT02.2, respectively,
(green color).
4b | CC.S.A0008 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the ColorMode attribute. | ColorMode attribute has the value
0x01 (CurrentX and CurrentY).
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
4c | CC.S.A4001 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the EnhancedColorMode | EnhancedColorMode attribute has
attribute. the value 0x01 (CurrentX and
CurrentY).
5 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C00Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to hue with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the hue field set DUT SERVER Changes to a blue
to the upper 8 bits of color.
CC.PIXITO6 (blue hue), the
direction field set to 0x00
(shortest distance) and the
transition time field set to
0x0032 (5s).
Continued...
6 | CC.S.A0008, | TH CLIENT unicastsa ZCL DUT SERVER unicasts a ZCL
CCS.A4001 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the ColorMode and ColorMode and
EnhancedColorMode EnhancedColorMode attributes
attributes. both have the value 0x00
(CurrentHue and
CurrentSaturation).
7 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.COLRsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move hue with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the move mode | pUT SERVER changes hue in an
field set to 0x01 (move Up) and upward direction.
the rate field set to Ox0a (10).
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
8 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.COLRsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move hue with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the move mode | pUT SERVER changes hue in a
field set to 0x03 (move down) downward direction.
and the rate field set to Ox14
(20).
9 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.COLRsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move hue with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the move mode | pUT SERVER stops changing hue.
field set to 0x00 (stop).
10 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C02.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL step hue with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the step mode | pUT SERVER steps hue in an
field set to 0x01 (step up), the | ypward direction.
step size field set to 0x40 (64)
and the transition time field set
to 0x64 (100).
Continued...
11 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO3.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to with the status field equal to 0x00
saturation command frame to | (SUCCESS).
DUT SERVER with the DUT SERVER reduces its
saturation field set to 0x00 saturation down to 0 (Wh|te)
(white) and the transition time
field set to 0x0032 (5s).
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
12 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO4.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response

SERVER, TH CLIENT
unicasts a ZCL move
saturation command frame to
DUT SERVER with the move
mode field set to 0x01 (move
up) and the rate field set to
0x0a (10).

command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER changes saturation
in an upward direction.

13 | CC.S.A400a,
CC.S.C04.Rsp

If supported in the
ColorCapabilities of the DUT
SERVER, TH CLIENT
unicasts a ZCL move
saturation command frame to
DUT SERVER with the move
mode field set to 0x03 (move
down) and the rate field set to
0x14 (20).

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER changes saturation
in a downward direction.

14 | CC.S.A400a,

If supported in the

If requested, DUT SERVER

CC.S.CO4Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move with the status field equal to 0x00
saturation command frameto | (SUCCESS).

DUT SERVER with the move DUT SERVER Stops Changing
mode field set to 0x00 (stop). | saturation.
Continued...
15 | CC.S.A400a, | If supported in the If requested, DUT SERVER

CC.S.CO5.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL step saturation | with the status field equal to 0x00
command frame to DUT (SUCCESS).

SERVER with the step mode | pUT SERVER steps saturation in
field set to 0x01 (step up), the | an upward direction.
step size field set to 0x40 (64)
and the transition time field set
to 0x64 (100).
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
16a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C06.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to hue with the status field equal to 0x00
and saturation command frame | (SUCCESS).
to DUT SERVER with the hue | pyT SERVER changes to a blue
field set to the upper 8 bits of | hue at 50% saturation.
CC.PIXITO6 (blue hue), the
saturation field set to Ox7f
(50%) and the transition time
field set to 0x0064 (10s).
16b | CC.S.A400a, | If supported in the DUT SERVER unicasts a ZCL
CC.S.A0000 | colorCapabilities of the DUT | read attributes response command
SERVER and after 12s, TH frame to TH CLIENT.
CLIENT unicasts a ZCL read | CurrentHue attribute has a value
attributes command frame for | equal to the upper 8 bits of
the CurrentHue attribute to CC.PIXITO6 (blue hue).
DUT SERVER.
16¢ | CC.S.A0001 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame for the frame to TH CLIENT.
CurrentSaturation attribute to | CurrentSaturation attribute has the
DUT SERVER. value 0x7f.
Continued...
17 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO7.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the ColorX and | pUT SERVER changes to a green
ColorY fields set to color.
CC.PIXIT02.1 and
CC.PIXITO02.2, respectively,
(green color) and the transition
time field set to 0x000a (1s).
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
18 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C08.Rsp

ColorCapabilities of the DUT
SERVER and after 3s, TH
CLIENT unicasts a ZCL move
color command frame to DUT
SERVER with the RateX field
set to 0x03e8 (+1000) and the
RateY field set to 0xd8f0
(-10000).

unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER begins to change
color.

19 | CC.S.A4004,
CC.S.CO8.Rsp

If supported in the
ColorCapabilities of the DUT
SERVER, TH CLIENT
unicasts a ZCL move color
command frame to DUT
SERVER with the RateX field
set to Oxec78 (-5000) and the
RateY field set to 0xffoc
(-100).

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER begins to change
color.

20 | CC.S.A4004,

If supported in the

If requested, DUT SERVER

CC.S.CO8Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move color with the status field equal to 0x00
command frame to DUT (SUCCESS).

SERVER with the RateX and DUT SERVER Stops Changing
RateY fields both set to 0x0000 | color.
(stop).
Continued...
21 | CC.S.A400a, | If supported in the If requested, DUT SERVER

CC.S.CO7.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).

SERVER with the ColorX and | pUT SERVER changes to a white
ColorY fields both set to color.
0x61a8 (25000) and the
transition time field set to
0x000a (15s).
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
22 | CC.5.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO9.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL step color with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the StepX field | puT SERVER begins to change
set to 0x1770 (+6000), the color.
StepY field set to 0xf448 (-
3000) and the transition time
field set to 0x0064 (10s).
23a | CC.5.A400a, | If supported in the If requested, DUT SERVER
CC.S.C40Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL enhanced move | with the status field equal to 0x00
to hue command frame to DUT | (SUCCESS).
SERVER with the enhanced | pUT SERVER changes to a blue
hue field set to CC.PIXIT06 hue.
(blue hue), the direction field
set to 0x00 (shortest distance)
and the transition time field set
to 0x0032 (5s).
23b | CC.S.A0008, | As supported in the DUT SERVER unicasts a ZCL
gg-g-ﬁ;‘gg?’ ColorCapabilities of the DUT | read attributes response command
CC.S.AL00a. SERVER, TH CLIENT frame to TH CLIENT.
unicasts a ZCL read attributes | EnhancedCurrentHue attribute has
command frame for the a value equal to CC.PIXIT06 (blue
EnhancedCurrentHue, hue). ColorMode attribute has the
ColorMode and value 0x00. EnhancedColorMode
EnhancedColorMode attributes | attribute has the value 0x03.
to DUT SERVER.
Continued...
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
24 | CC.5.A400a, | |If supported in the DUT SERVER unicasts a ZCL
CC.S.C40.Rsp

ColorCapabilities of the DUT
SERVER and if an enhanced
hue value exists which
corresponds to an unobtainable
enhanced hue on the DUT
SERVER, TH CLIENT
unicasts a ZCL enhanced move
to hue command frame to DUT
SERVER with the enhanced
hue field set to a value for an
unobtainable hue, the direction
field set to 0x00 (shortest
distance) and the transition
time field set to 0x0032 (5s).

default response command frame to
TH CLIENT with the status field
set to 0x00 (SUCCESS).

DUT SERVER does changes to the
closest color possible.

25 | CC.S.A400a,
CC.S.C41.Rsp

If supported in the
ColorCapabilities of the DUT
SERVER, TH CLIENT
unicasts a ZCL enhanced move
hue command frame to DUT
SERVER with the move mode
field set to 0x01 (move up) and
the rate field set to 0x01f4
(500).

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER changes hue in an
upward direction.

26 | CC.S.A400a,
CC.S.CAL.Rsp

If supported in the
ColorCapabilities of the DUT
SERVER, TH CLIENT
unicasts a ZCL enhanced move
hue command frame to DUT
SERVER with the move mode
field set to 0x03 (move down)
and the rate field set to 0x03e8
(1000).

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER changes hue in a
downward direction.

27 | CC.S.A400a,

If supported in the

If requested, DUT SERVER

CC.S.CALRsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL enhanced move | with the status field equal to 0x00
hue command frame to DUT (SUCCESS).

SERVER with the move mode | pUT SERVER stops changing hue.
field set to 0x00 (stop).

Continued...
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
28 | CC.5.A400a, | If supported in the If requested, DUT SERVER
CC.S.C42.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT

unicasts a ZCL enhanced step | with the status field equal to 0x00
hue command frame to DUT (SUCCESS).

SERVER with the step mode | pUT SERVER changes hue in an
field set to Ox01 (Step Up), the upward direction.

step size field set to 0x4000
(16384) and the transition time

field set to 0x64 (10s) .
29 | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C43Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL enhanced move | with the status field equal to 0x00
to hue and saturation (SUCCESS).
command frame to DUT DUT SERVER changes to a blue

SERVER with the enhanced hue with 50% saturation over 10s.
hue field set to CC.PIXIT06

(blue hue), the saturation field
set to Ox7f (50%) and the
transition time field set to 0x64
(10s).

30 | CC.S.A400a, | If supported in the DUT SERVER unicasts a ZCL
CC.S.C43Rsp | ColorCapabilities of the DUT | default response command frame to
SERVER and if an enhanced TH CLIENT with the status field

hue value exists which set to 0x00 (SUCCESS).
corresponds to an unobtainable | pyUT SERVER changes to the
enhanced hue on the DUT closest color possible.

SERVER, TH CLIENT
unicasts a ZCL enhanced move
to hue and saturation
command frame to DUT
SERVER with the enhanced
hue field set to a value for an
unobtainable hue, the
saturation field set to Oxfe
(maximum saturation) and the
transition time field set to
0x0032 (5s).

Continued...
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CC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
3la | CC.5.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO7.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).

SERVER with the ColorX and | pUT SERVER begins to change to

ColorY fields set to appropriate | the color of the tester’s choice.
values for the tester’s choice of

color and the transition time
field set to 0x0064 (10s).

31b | CC.S.CA7.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER

stop move step command frame | unicasts a ZCL default response
to DUT SERVER. command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER stops changing
color.

--- End of test case CC-TC-02S ---
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5.3.3 CC-TC-03S: Color loop functionality with server as DUT
This test case verifies the color loop functionality of the color control cluster server.

5.3.3.1 Scope
General:
e Read attributes command (0x00)

e Read attributes response command (0x01)
e Default response command (0x0b)

Color control cluster (0x0300):
e EnhancedCurrentHue attribute (0x4000)
e ColorLoopActive attribute (0x4002)
e ColorLoopDirection attribute (0x4003)
e ColorLoopTime attribute (0x4004)
e ColorLoopStartEnhancedHue attribute (0x4005)
e ColorLoopStoredEnhancedHue attribute (0x4006)
e Move to color command (0x07)
e Enhanced move to hue command (0x40)
e Color loop set command (0x44)

e CCS
e (CC.S.A4000, CC.S.A4002-CC.S.A4006
e CC.S.C07.Rsp, CC.S.C40.Rsp, CC.S.C44.Rsp

5.3.3.2 Required devices

Designation Symbol Description
TH Test harness client implementing:
CLIENT e The on/off cluster client and
e The color control cluster client.
DUT Device under test server implementing:
SERVER e The on/off cluster server and
e The color control cluster server.
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290 5.3.3.3 Initial conditions
Item | Initial Conditions
1 A packet sniffer shall be observing the communication over the air interface.
2 All devices are factory new and powered off until used.
291
292
293 5.3.3.4 Test preparation
Link DUT CLIENT with TH SERVER
S~
Before After
294
CC-TC-03S: Color loop functionality with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame to
form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER to | Observe appropriate communication
a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case CC-TC-03C preparation ---
295
296
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297

5.3.3.5 Test procedure

CC-TC-03S: Color loop functionality with server as DUT

Item | PICS

Test Harness Step

DUT Pass Verification

0a |-

TH CLIENT unicasts a ZCL on
command to DUT SERVER.

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

DUT SERVER turns on.

Ob | CC.S.C07.Rsp

TH CLIENT unicasts a ZCL move
to color command frame to DUT
SERVER with the ColorX and
ColorY fields set to
CC.PIXIT01.1 and
CC.PIXITO01.2, respectively, (red
color) and the transition time field
set to 0x000a (15s).

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

DUT SERVER changes to a red
color.

1a | CC.S.C44.Rsp

TH client unicasts a ZCL color
loop set command frame to DUT
SERVER with the update flags
field set to Ox0e (update direction,
time and start hue), the action
field set to 0x00, the direction
field set to 0x00, the time field set
to 0x000a (10s) and the start hue
field set to Oxaa00.

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

1b | CC.S.A4002,

TH CLIENT unicasts a ZCL read

DUT SERVER unicasts a ZCL

Sg'ﬁ'ﬁﬁ{ggi‘ attributes command frame to read attributes response
cosado0s | PUT SERVER to read the command frame to TH CLIENT.
ColorLoopActive, ColorLoopActive attribute has
ColorLoopDirection, the value 0x00.
ColorLoopTime and ColorLoopDirection attribute
ColorLoopStartEnhancedHue has the value 0x00.
attributes. ColorLoopTime attribute has the
value 0x000a.
ColorLoopStartEnhancedHue
attribute has the value 0xaa00.
Continued...
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CC-TC-03S: Color loop functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

2a | CC.S.C44.Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x02 (update with the status field equal to
direction), the action field set to 0x00 (SUCCESS).

0x01, the direction field set to
0x01, the time field set to 0x0000
and the start hue field set to

0x0000.
2b | CC.S.A4002, | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL

gg-g-ﬁjggil attributes command frame to read attributes response

CO.S AL005. DUT SERVER to read the command frame to TH CLIENT.
ColorLoopActive, ColorLoopActive attribute has
ColorLoopDirection, the value 0x00.
ColorLoopTime and ColorLoopDirection attribute
ColorLoopStartEnhancedHue has the value 0x01.
attributes. ColorLoopTime attribute has the

value 0x000a.
ColorLoopStartEnhancedHue
attribute has the value 0xaa00.

3a | CC.S.C44Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to O0x01 (update action), | with the status field equal to

the action field set to 0x02 (start | 0x00 (SUCCESS).

from enhanced current hue), the DUT SERVER begins a color

direction field set to OXOO, the |00p Cycle (Starting from the
time field set to 0x0000 and the current enhanced hue) with a
start hue field set to 0x0000. color Cycle time of 10s.

3b | CC.S.A4002 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorLoopActive attribute. ColorLoopActive attribute has

the value 0x01.

Continued...
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CC-TC-03S: Color loop functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

3c | CC.S.C44Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x01 (update action), | with the status field equal to
the action field set to 0x00 0x00 (SUCCESS).
(deactivate), the direction field set | pUT SERVER stops the color
to 0x00, the time field set to loop cycle and returns to its
0x0000 and the start hue field set | previous hue (red).
to 0x0000.

3d | CC.5.A4002 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorLoopActive attribute. ColorLoopActive attribute has

the value 0x00.

4a | CC.S.C44.Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x01 (update action), | with the status field equal to
the action field set to 0x01 (start | 0x00 (SUCCESS).
from ColorLoopStartEnhanced- DUT SERVER begins a color
Hue), the direction field set to loop cycle (not starting from the
0x00, the time field set to 0x0000 current enhanced hue) with a
and the start hue field set to color Cycle time of 10s.
0x0000.

4b | CC.S.A4006 | After 12s, TH CLIENT unicastsa | DUT SERVER unicasts a ZCL
read attributes command frame to | read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorLoopStoredEnhancedHue | ColorLoopStoredEnhancedHue
attribute. attribute has a value equal to

CC.PIXITO4 (red hue).

4c | CC.S.C44.Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to O0x01 (update action), | with the status field equal to
the action field set to 0x00 0x00 (SUCCESS).
(deactivate), the direction field set | pUT SERVER stops the color
to 0x00, the time field set to loop cycle and returns to its
0x0000 and the start hue field set previous hue (red)_
to 0x0000.

Continued...
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CC-TC-03S: Color loop functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

5a | CC.S.C44Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to Ox01 (update action), | with the status field equal to

the action field set to 0x02 (start | 0x00 (SUCCESS).

from enhanced current hue), the DUT SERVER begins a color

direction field set to OXOO, the |Oop Cycle (starting from the
time field set to 0x0000 and the current enhanced hue) with a
start hue field set to 0x0000. color Cycle time of 10s.

5b | CC.S.A4006 | After 12s, TH CLIENT unicastsa | DUT SERVER unicasts a ZCL
read attributes command frame to | read attributes response

DUT SERVER to read the command frame to TH CLIENT.
ColorLoopStoredEnhancedHue | ColorLoopStoredEnhancedHue
attribute. attribute has a value equal to

CC.PIXITO4 (red hue).

5¢ | CC.S.C44.Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x01 (update action), | with the status field equal to

the action field set to 0x00 0x00 (SUCCESS).
(deactivate), the direction field set | pUT SERVER stops the color
to OXOO, the time field set to |Oop Cycle and returns to its
0x0000 and the start hue field set | previous hue (red).

to 0x0000.

6a | CC.S.C44Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x05 (update action with the status field equal to
and time), the action field set to 0x00 (SUCCESS).

0x02 (start from enhanced current | pyT SERVER begins a color
hUE), the direction field set to |00p Cyc'e (Starting from the
OXOO, the time field set to 0x0064 current enhanced hue) with a
(100s) and the start hue field set | color cycle time of 100s.

to 0x0000.

Continued...
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CC-TC-03S: Color loop functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

6b | CC.S.C44.Rsp | After 10s, TH CLIENT unicasts a | If requested, DUT SERVER
ZCL color loop set command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
update flags field set to 0x02 with the status field equal to
(update direction), the action field | 0x00 (SUCCESS).
set to 0x00, the direction field set | pUT SERVER reverses the
to 0x00, the time field set to direction of the color loop cycle
0x0000 and the start hue field set but retains the color Cyc|e time
to 0x0000. of 100s.

6c | CC.S.C44Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x01 (update action), | with the status field equal to
the action field set to 0x00 0x00 (SUCCESS).
(deactivate), the direction field set | pUT SERVER stops the color
to OXOO, the time field set to |Oop Cycle and returns to its
0x0000 and the start hue field set | previous hue (red).
to 0x0000.

7a | CC.S.C44.Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x07 (update action, with the status field equal to
direction and time), the action 0x00 (SUCCESS).
field set to 0x02 (start from DUT SERVER begins a color
enhanced current hue), the loop cycle (starting from the
direction field set to 0x01 current enhanced hue) with a
(increment), the time field set to color Cycle time of 100s.
0x0064 (100s) and the start hue
field set to 0x0000.

7b | CC.S.C44.Rsp | After 10s, TH CLIENT unicasts a | If requested, DUT SERVER
ZCL color loop set command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
update flags field set to 0x04 with the status field equal to
(update time), the action field set | 0x00 (SUCCESS).
to 0x00, the direction field setto | pyT SERVER adapts its color
0x00, the time field set to 0x000a | |oop cycle time to 10s.
(10s) and the start hue field set to
0x0000.

Continued...
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CC-TC-03S: Color loop functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

7c | CC.S.C44.Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x01 (update action), | with the status field equal to

the action field set to 0x00 0x00 (SUCCESS).

(deactivate), the direction field set | pUT SERVER stops the color

to 0x00, the time field set to loop cycle and returns to its

0x0000 and the start hue field set | previous hue (red).

to 0x0000.

8a | CC.S.A4000 | TH CLIENT unicasts a read DUT SERVER unicasts a ZCL

attributes command frame to read attributes response

DUT SERVER to read the command frame to TH CLIENT.

EnhancedCurrentHue attribute. EnhancedCurrentHue attribute
has a value equal to CC.PIXIT04
(red hue).

8b | CC.S.C44.Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x05 (update action with the status field equal to
and time), the action field set to 0x00 (SUCCESS).

0x02 (start from enhanced current | pyT SERVER begins a color
hue), the direction field set to |00p Cyc'e (Starting from the
OXOO, the time field set to Ox001e current enhanced hue) with a
(30s) and the start hue field setto | color cycle time of 30s.

0x0000.

8c | CC.S.A4006 | After 10s, TH CLIENT unicastsa | DUT SERVER unicasts a ZCL
read attributes command frame to | read attributes response

DUT SERVER to read the command frame to TH CLIENT.
ColorLoopStoredEnhancedHue | ColorLoopStoredEnhancedHue
attribute. attribute has a value equal to the

value of the EnhancedCurrent-
Hue attribute read in step 8a.

8d | CC.S.C44.Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x01 (update action), | with the status field equal to

the action field set to 0x00 0x00 (SUCCESS).
(deactivate), the direction field set | pUT SERVER stops the color
to 0x00, the time field set to |00p Cyc'e and returns to its
0x0000 and the start hue field set previous hue (red)_

to 0x0000.

Continued...
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CC-TC-03S: Color loop functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
8e | CC.S.A4000 | TH CLIENT unicasts a read DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
EnhancedCurrentHue attribute. EnhancedCurrentHue attribute
has a value equal to the value of
the ColorLoopStoredEnhanced-
Hue attribute read in step 8c.
9a | CC.S.C44Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER
loop set command frame to DUT | unicasts a ZCL default response
SERVER with the update flags command frame to TH CLIENT
field set to 0x07 (update action, with the status field equal to
direction and time), the action 0x00 (SUCCESS).
field set to 0x02 (start from DUT SERVER begins a color
enhanced current hue), the loop cycle (starting from the
direction field set to 0x01 current enhanced hue) with a
(increment), the time field set to color Cyc'e time of 10s.
0x000a (10s) and the start hue
field set to 0x0000.
9b | CC.5.C40.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
enhanced move to hue command | unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
enhanced hue field set to with the status field equal to
CC.PIXITO06 (blue hue), the 0x00 (SUCCESS).
direction field set to 0x00 DUT SERVER may change to a
(shortest distance) and the blue hue but the color loop
transition time field set to 0x000a | continues.
(1s).
9c | CC.S.C44Rsp | TH CLIENT unicasts a ZCL color | If requested, DUT SERVER

loop set command frame to DUT
SERVER with the update flags
field set to 0x01 (update action),
the action field set to 0x00
(deactivate), the direction field set
to 0x00, the time field set to
0x0000 and the start hue field set
to 0x0000.

unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

DUT SERVER stops the color
loop cycle and returns to its
previous hue (red).

--- End of test case CC-TC-03S ---
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300 5.3.4 CC-TC-04S: Color temperature functionality with server as DUT
301  This test case verifies the color temperature functionality of the color control cluster.

302 5.3.4.1 Scope

303  General:

304 e Read attributes command (0x00)

305 e Read attributes response command (0x01)
306 e Default response command (0x0b)

307  Onloff cluster (0x0006):

308 e On command (0x01)

309  Color control cluster (0x0300):

310 e ColorTemperatureMireds attribute (0x0007)

311 e ColorMode attribute (0x0008)

312 e EnhancedColorMode attribute (0x4001)

313 e ColorTempPhysicalMinMireds attribute (0x400b)

314 e ColorTempPhysicalMaxMireds attribute (0x400c)

315 e Move to color temperature command (0x0a)

316 e Stop move step command (0x47)

317 e Move color temperature command (0x4b)

318 e Step color temperature command (0x4c)

319 PICS:

320 e CCS

321 e CC.S.A0007, CC.S.A0008, CC.S.A4001, CC.S.A400b, CC.S.A400c
322 e (CC.S.C0a.Rsp, CC.S.C47.Rsp, CC.S.C4b.Rsp, CC.S.C4c.Rsp

323 5.3.4.2 Required devices

Designation Symbol Description
TH Test harness client implementing:
CLIENT e The on/off cluster client and
e The color control cluster client.
DUT Device under test server implementing:
SERVER e The on/off cluster server and
e The color control cluster server.

324
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5.3.4.3 Initial conditions

Item | Initial Conditions
1 A packet sniffer shall be observing the communication over the air interface.
2 All devices are factory new and powered off until used.
5.3.4.4 Test preparation
Link DUT CLIENT with TH SERVER
ZigBee ZigBee
@ Network SE[:;'ITER @ Network ) DUT
Before After
CC-TC-04S: Color temperature functionality with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame to
form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER to | Observe appropriate communication

a ZigBee network.

between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.

--- End of test case CC-TC-04S preparation ---
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5.3.4.5 Test procedure

CC-TC-04S: Color temperature functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
0 |- TH CLIENT unicasts a ZCL on If requested, DUT SERVER
command to DUT SERVER. unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).
DUT SERVER turns on.
la | CC.S.A400b, | TH CLIENT unicastsa ZCL read | DUT SERVER unicasts a ZCL
CC.S.A400c | attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTempPhysicalMinMireds
(tmin) and ColorTempPhysical-
MaxMireds (t,,,,) attributes.
Note the values of these attributes.
Calculate tg,qq = |(tmax —
tmin)/4‘0J-
1b | CC.S.CO0a.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
color temperature mireds field set | with the status field equal to
to a random value (t,q,q) Within | 0x00 (SUCCESS).
the range determined at step 1a DUT SERVER changes to the
and the transition time field set to appropriate color temperature_
0x000a (10 = 1s).
1c | CC.S.A0007 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has the value t,gpg.
2a | CC.S.CO0a.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
color temperature mireds field set | with the status field equal to
t0 (Emin + 20 * tyraq) and the 0x00 (SUCCESS).
transition time field set to 0x0064 | DUT SERVER transitions to a
(100 = 10s). color temperature mireds value
of (Emin + 20 * tgrqq) OVer 10s.
Continued...
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CC-TC-04S: Color temperature functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
2b | CC.S.A0007, | After 12s, TH CLIENT unicastsa | DUT SERVER unicasts a ZCL
gg-g-ﬁggg? ZCL read attributes command read attributes response
= frame to DUT SERVER to read command frame to TH CLIENT.
the ColorTemperatureMireds, ColorTemperatureMired
ColorMode and ' attribute has a value
EnhancedColorMode attributes. ~(Emin + 20 * tgraq).
ColorMode attribute has the
value 0x02.
EnhancedColorMode attribute
has the value 0x02.
3a | CC.S.COa.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
color temperature mireds field set | with the status field equal to
to a value > t,,,, (determinedin | 0x00 (SUCCESS).
step 1) and the transition time DUT SERVER transitions to the
field set to 0x0064 (100 =10s). | maximum color temperature
mireds value t,,,4, over <10s.
3b | CC.S.A0007, | After 12s, TH CLIENT unicasta | DUT SERVER unicastsa ZCL
gggﬁggg?' read attributes command frame to | read attributes response
= DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds, ColorTemperatureMireds
ColorMode and attribute has a value equal to
EnhancedColorMode attributes. £
max
ColorMode attribute has the
value 0x02.
EnhancedColorMode attribute
has the value 0x02.
4a | CC.S.C0a.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
color temperature mireds field set | with the status field equal to
to a value < t,,;,, (determined in 0x00 (SUCCESS).
step 1) and the transition time DUT SERVER transitions to the
field set to 0x0064 (100 = 10s). minimum color temperature
mireds value t,,,;,, over <10s.
Continued...
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CC-TC-04S: Color temperature functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
4p | CC.S.A0007, | After 12s, TH CLIENT unicastsa | DUT SERVER unicasts a ZCL
gg-g-ﬁggg? read attributes command frame to | read attributes response
= DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds, ColorTemperatureMireds
ColorMode and ' attribute has a value equal to
EnhancedColorMode attributes. toine
ColorMode attribute has the
value 0x02.
EnhancedColorMode attribute
has the value 0x02.
5a | CC.S.C4b.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
move mode field set to 0x01 with the status field equal to
(move up), the rate field set 0x00 (SUCCESS).
t0(3 * t4rqa), the color DUT SERVER begins to
temperature minimum mireds increment its color temperature
field set to 0x0000 (minimum is mireds value.
ColorTempPhysicalMinMireds)
and the color temperature
maximum mireds field set to
(tmax - tgrad)-
5b | CC.S.C4b.Rsp | After 10s, TH CLIENT unicasts a | If requested, DUT SERVER
ZCL move color temperature unicasts a ZCL default response
command frame to DUT command frame to TH CLIENT
SERVER with the move mode with the status field equal to
field set to 0x00 (stop the move), | 0x00 (SUCCESS).
the rate field set to 0x0000, the DUT SERVER stops
color temperature minimum incrementing its color
mireds field set to 0x0000 and the temperature mireds value.
color temperature maximum
mireds field set to 0x0000.
5¢ | CC.S.A0007 | TH CLIENT unicasts a read DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has a value
~(tmin + 30 * tgrad)-
Continued...
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CC-TC-04S: Color temperature functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

6a | CC.S.C4b.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
move mode field set to 0x01 with the status field equal to
(move up), the rate field set to 0x00 (SUCCESS).
tgraa, the color temperature DUT SERVER begins to
minimum mireds field set to increment its color temperature
0x0000 (minimum is mireds value.
ColorTempPhysicalMinMireds) After 4s, DUT SERVER stops
and the color temperature incrementing its color
maximum mireds field set temperature mireds value.
t0 (tmin + 34 * tyraa)-

6b | CC.5.A0007 | After 6s, TH CLIENT unicastsa | DUT SERVER unicastsa ZCL
read attributes command frame to | read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has a value

~(tmin + 34 % tgrad)-

7a | CC.S.C4b.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
move mode field set to 0x03 with the status field equal to
(move down), the rate field set to | 0x00 (SUCCESS).
(2 * tgraa), the color temperature | DUT SERVER begins to
minimum mireds field set to decrement its color temperature
(tmin + tgraa) and the color mireds value.
temperature maximum mireds
field set 0x0000 (maximum is
ColorTempPhysicalMaxMireds).

7b | CC.S.C4bRsp | After 10s, TH CLIENT unicasts a | If requested, DUT SERVER
ZCL move color temperature unicasts a ZCL default response
command frame to DUT command frame to TH CLIENT
SERVER with the move mode with the status field equal to
field set to 0x00 (stop the move), | 0x00 (SUCCESS).
the rate field set to 0x0000, the DUT SERVER stops
color temperature minimum decrementing its color
mireds field set to 0x0000 and the temperature mireds value.
color temperature maximum
mireds field set to 0x0000.

Continued...
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CC-TC-04S: Color temperature functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
7c | CC.S.A0007 | TH CLIENT unicasts a read DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has a value

~(tmin + 14 * tgrad)-

8a | CC.S.C4b.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER

color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
move mode field set to 0x03 with the status field equal to

(move down), the rate field set to | Ox00 (SUCCESS).
(2 * tgmd), the color temperature | DUT SERVER begins to

minimum mireds field set to decrement its color temperature
(tmin + 8 * tyrqq) and the color | mireds value.

temperature maximum mireds After 3s, DUT SERVER stops
field set 0x0000 (maximum is decrementing its color

ColorTempPhysicalMaxMireds). | temperature mireds value.

8b | CC.5.A0007 | After 5s, TH CLIENT unicastsa | DUT SERVER unicasts a ZCL
read attributes command frame to | read attributes response

DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has a value

~(tmin + 8% tgrad)-

9a | CC.S.C4c.Rsp | TH CLIENT unicasts a ZCL step | If requested, DUT SERVER
color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
step mode field set to 0x01 (step | with the status field equal to
up), the step size field set to (20 | 0x00 (SUCCESS).

tyraa ), the transition time field set | DUT SERVER begins to

to 0x00c8 (200 = 20s), the color increment its color temperature
temperature minimum mireds mireds value.

field set to 0x0000 (minimum is
ColorTempPhysicalMinMireds)
and the color temperature
maximum mireds field set to

(tmax - tgrad) .

Continued...
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CC-TC-04S: Color temperature functionality with server as DUT

Item | PICS

Test Harness Step

DUT Pass Verification

ob | CC.S.C47.Rsp

After 10s, TH CLIENT unicasts a
ZCL stop move step command
frame to DUT SERVER.

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

DUT SERVER stops
incrementing its color
temperature mireds value.

9c | CC.S.A0007

TH CLIENT unicasts a read
attributes command frame to
DUT SERVER to read the
ColorTemperatureMireds
attribute.

DUT SERVER unicasts a ZCL
read attributes response
command frame to TH CLIENT.

ColorTemperatureMireds
attribute has a value

~(tmin + 18 * tgrad)-

10a | CC.S.C4cRsp | TH CLIENT unicasts a ZCL step | If requested, DUT SERVER
color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
step mode field set to 0x01 (step | with the status field equal to
up), the step size field set to (20 = | 0x00 (SUCCESS).
tyraa ), the transition time field set | DUT SERVER begins to
to 0x0032 (50 = 5s), the color increment its color temperature
temperature minimum mireds mireds value.
field set to 0x0000 (minimum is After 3s, DUT SERVER stops
ColorTempPhysicalMinMireds) incrementing its color
and the color temperature temperature mireds value.
maximum mireds field set to
(tmin + 30 * tyraa)-
10b | CC.S.A0007 | After 6s, TH CLIENT unicastsa | DUT SERVER unicasts a ZCL
read attributes command frame to | read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has a value
~(tmin + 30 * tgraa)-
Continued...
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CC-TC-04S: Color temperature functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
11la | CC.S.C4cRsp | TH CLIENT unicasts a ZCL step | If requested, DUT SERVER
color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
step mode field set to 0x03 (step | with the status field equal to
down), the step size field set to 0x00 (SUCCESS).
(10 * tgrqq), the transition time | DUT SERVER begins to
field set to 0x00c8 (200 = 20s), decrement its color temperature
the color temperature minimum mireds value.
mireds field set to (tyin + tyraa)
and the color temperature
maximum mireds field set to
0x0000 (maximum is
ColorTempPhysicalMaxMireds).
11b | CC.S.C47.Rsp | After 10s, TH CLIENT unicasts a | If requested, DUT SERVER
ZCL stop move step command unicasts a ZCL default response
frame to DUT SERVER. command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).
DUT SERVER stops
decrementing its color
temperature mireds value.
11c | CC.S.A0007 | TH CLIENT unicasts a read DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has a value
~(tmin + 25 * tgraa)-
12a | CC.S.C4c.Rsp | TH CLIENT unicasts a ZCL step | If requested, DUT SERVER
color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
step mode field set to 0x03 (step | with the status field equal to
down), the step size field set to 0x00 (SUCCESS).
(10 * t4rqq), the transition time | DUT SERVER begins to
field set to 0x0032 (50 = 5s), the | decrement its color temperature
color temperature minimum mireds value.
mireds field set to (t,n + 19 * | After 3s, DUT SERVER stops
tgmd) and the color temperature | decrementing its color
maximum mireds field set to temperature mireds value.
0x0000 (maximum is
ColorTempPhysicalMaxMireds).
Continued...
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CC-TC-04S: Color temperature functionality with server as DUT

Item

PICS

Test Harness Step

DUT Pass Verification

12b

CC.S.A0007

After 6s, TH CLIENT unicasts a
read attributes command frame to
DUT SERVER to read the
ColorTemperatureMireds
attribute.

DUT SERVER unicasts a ZCL

read attributes response

command frame to TH CLIENT.

ColorTemperatureMireds
attribute has a value

~(tmin + 19 * tgrad)-

--- End of test case CC-TC-04S ---
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334 5.3.5 CC-TC-05S: Scenes functionality with server as DUT
335  This test case verifies the scenes functionality of the color control cluster server.

336 5.3.5.1 Scope

337  General:

338 e Read attributes command (0x00)

339 e Read attributes response command (0x01)
340 e Default response command (0x0b)

341  Groups cluster (0x0004):

342 e Add group command (0x00)

343 e Add group response command (0x00)

344 e Get group membership command (0x02)

345 e Get group membership response command (0x02)
346 e Remove all groups command (0x04)

347  Scenes cluster (0x0005):

348 e Remove all scenes command (0x03)

349 e Remove all scenes response command (0x03)
350 e Store scene command (0x04)

351 e Store scene response command (0x04)

352 e Recall scene command (0x05)

353  Color control cluster (0x0300):

354 e CurrentSaturation attribute (0x0001)

355 e CurrentX attribute (0x0003)

356 e CurrentY attribute (0x0004)

357 e ColorTemperatureMired attribute (0x0007)
358 e EnhancedCurrentHue attribute (0x4000)
359 e ColorLoopActive attribute (0x4002)

360 e ColorLoopDirection attribute (0x4003)

361 e ColorLoopTime attribute (0x4004)

362 e ColorCapabilities attribute (0x400a)

363 e Move to color command (0x07)

364 e Move to color temperature command (0x0a)
365 e Enhanced move to hue and saturation command (0x43)
366 e Color loop set command (0x44)
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PICS:

G.S,S.S, CCS

G.S.C00.Rsp, G.S.C02.Rsp-G.S.C04.Rsp

G.S.C00.Tx, G.S.C02.Tx, G.S.C03.Tx

S.S5.C04.Rsp, S.S.C05.Rsp

S.5.C04.Tx

00.S.CO01.Rsp

CC.S.A0001, CC.S.A0003, CC.S.A0004, CC.S.A0007, CC.S.A4000, CC.S.A4002,
CC.S.A4003, CC.S.A4004, CC.S.A400a

CC.S.A0001.Scene, CC.S.A0003.Scene, CC.S.A0004.Scene, CC.S.A0007.Scene,
CC.S.A4000.Scene, CC.S.A4002.Scene, CC.S.A4003.Scene, CC.S.A4004.Scene
CC.S.C07.Rsp, CC.S.C0a.Rsp, CC.S.C43.Rsp, CC.S.C44.Rsp

5.3.5.2 Required devices

Designation Symbol Description

TH Test harness client implementing:
CLIENT e The groups cluster client,

e The scenes cluster client and
e The color control cluster client.

DUT Device under test server implementing:
SERVER e The groups cluster server,

e The scenes cluster server and
e The color control cluster server.

5.3.5.3 Initial conditions

Item | Initial Conditions
1 A packet sniffer shall be observing the communication over the air interface.
2 All devices are factory new and powered off until used.
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384 5.3.5.4 Test preparation

Link TH CLIENT with DUT SERVER

Before

After

CC-TC-05S: Scenes functionality with server as DUT

Preparation Step

Observation

Form a ZigBee network.

Observe appropriate command frame to
form the network.

Power on TH CLIENT and DUT
SERVER.

TH CLIENT and DUT SERVER are
powered on.

Join TH CLIENT and DUT SERVER to
a ZigBee network.

Observe appropriate communication
between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.

385
ltem
P1
p2
P3
386
387

--- End of test case CC-TC-05S preparation ---
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5.3.5.5 Test procedure

CC-TC-05S: Scene functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
0 |- TH CLIENT unicasts a ZCL on If requested, DUT SERVER
command to DUT SERVER. unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).
DUT SERVER turns on.
la | G.S.CO4.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
remove all groups command unicasts a ZCL default response
frame to DUT SERVER. command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).
1b | G.S.C02.Rsp, | TH CLIENT unicasts a ZCL get DUT SERVER unicasts a ZCL
G.S.C02.Tx | group membership command get group membership response
frame to DUT SERVER with the | command frame with the group
group count field set to 0x00. count field equal to 0x00.
1c | G.S.C00.Rsp, | TH CLIENT unicasts ZCL add DUT SERVER unicasts a ZCL
G.5.C00.Tx | group command to DUT add group response command
SERVER, with the group ID field | frame to TH CLIENT with the
set to 0x0001. status field equal to 0x00
(SUCCESS) and the group ID
field equal to 0x0001.
2 | SS.CO3.Rsp, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
S.5.C03.Tx | remove all scenes command remove all scenes response
frame to DUT SERVER with the | command frame to TH CLIENT
group ID field set to 0x0001. with the status field equal to
0x00 (SUCCESS) and the group
ID field equal to 0x0001.
3a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO7.Rsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL move to color command with the status field equal to
frame to DUT SERVER with the | 0x00 (SUCCESS).
ColorX and ColorY fields set to DUT SERVER changes to a blue
CCPIXIT031 and C0|OI’.
CC.PIXIT03.2, respectively, (blue
color) and the transition time field
set to 0x0000 (0s).
Continued...
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CC-TC-05S: Scene functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
3b | S.5.C04.Rsp, | TH CLIENT unicasts a ZCL store | DUT SERVER unicasts a ZCL
S.5.C04.TX | scene command frame to DUT store scene response command
SERVER with the group ID field | frame to TH CLIENT with the
set to 0x0001 and the scene ID status field set to 0x00
field set to 0x01. (SUCCESS), the group ID field
set to 0x0000 and the scene ID
field set to 0x01.
3c | CC.S.A0003, | As supported in the DUT SERVER unicasts a ZCL
gg-g-ﬁggg“' ColorCapabilities of the DUT read attributes response
= % | SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Store the values of the CurrentX
frame for the CurrentX and and CurrentY attributes.
CurrentY attributes to DUT
SERVER.
3d | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO7.Rsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL move to color command with the status field equal to
frame to DUT SERVER with the | 0x00 (SUCCESS).
ColorX and ColorY fields set to DUT SERVER Changes toared
CC.PIXITO01.1 and color.
CC.PIXITO01.2, respectively, (red
color) and the transition time field
set to 0x0000 (0s).
3e | CC.S.A0003, | As supported in the DUT SERVER unicasts a ZCL
gg-g-ﬁggg“' ColorCapabilities of the DUT read attributes response
= ® | SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Verify that the values of the
frame for the CurrentX and CurrentX and CurrentY
CurrentY attributes to DUT attributes are different to those
SERVER. returned in step 3c.
3f | S.S.C05.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
recall scene command frame to unicasts a ZCL default response
DUT SERVER with the group ID | command frame to TH CLIENT
field set to 0x0001 and the scene | with the status field equal to
ID field set to 0x01. 0x00 (SUCCESS).
DUT SERVER changes to a blue
color.
Continued...
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CC-TC-05S: Scene functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
3g | CC.S.A0001, | As supported in the DUT SERVER unicasts a ZCL
gg-g-ﬁgggi' ColorCapabilities of the DUT read attributes response
CO.S AL000 SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
cc.s.Ad400a | ZCL read attributes command Verify that the values of the
frame for the CurrentX and CurrentX and CurrentY
CurrentY attributes to DUT attributes are the same as were
SERVER. returned in step 3c.
4a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C43Rsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL enhanced move to hue and with the status field equal to
saturation command frame to 0x00 (SUCCESS).
DUT SERVER with the enhanced | pyT SERVER immediately
hue field set to CC.PIXITOS changes to a green hue with 50%
(green hue), the saturation field saturation.
set to 0x7f (50%) and the
transition time field set to 0x0000
(0s).
4b | S.S.C04.Rsp, | TH CLIENT unicasts a ZCL store | DUT SERVER unicasts a ZCL
S.5.C04.Tx | scene command frame to DUT store scene response command
SERVER with the group ID field | frame to TH CLIENT with the
set to 0x0001 and the scene ID status field set to 0x00
field set to 0x01. (SUCCESS), the group ID field
set to 0x0000 and the scene ID
field set to 0x01.
4c | CC.S.A0001, | As supported in the DUT SERVER unicasts a ZCL
gg-g-ﬁjggo' ColorCapabilities of the DUT read attributes response
- ® | SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Store the values of the
frame for the EnhancedCurrentHue and
EnhancedCurrentHue and CurrentSaturation attributes.
CurrentSaturation attributes to
DUT SERVER.
Continued...
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CC-TC-05S: Scene functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
4d | CC.5.A400a, | If supported in the If requested, DUT SERVER
CC.S.C43.Rsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL enhanced move to hue and with the status field equal to
saturation command frame to 0x00 (SUCCESS).
DUT SERVER with the enhanced | puT SERVER immediately
hue fleld set to CC.PIXITO4 (red Changes toa red hue W|th 50%
hue), the saturation field set to saturation.
0x7f (50%) and the transition time
field set to 0x0000 (0s).
4e | CC.S.A0001, | As supported in the DUT SERVER unicasts a ZCL
25'2'23880' ColorCapabilities of the DUT read attributes response
= ® | SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Verify that the values of the
frame for the EnhancedCurrentHue and
EnhancedCurrentHue and CurrentSaturation attributes are
CurrentSaturation attributes to different to those returned in step
DUT SERVER. 4c.
4f | S.S.C05.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
recall scene command frame to unicasts a ZCL default response
DUT SERVER with the group ID | command frame to TH CLIENT
field set to 0x0001 and the scene | with the status field equal to
ID field set to Ox01. 0x00 (SUCCESS).
DUT SERVER changes to a
green color.
4g | CC.S.A0001, | Assupported in the DUT SERVER unicasts a ZCL
82'2'23880’ ColorCapabilities of the DUT read attributes response
= % | SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Verify that the values of the
frame for the EnhancedCurrentHue and
EnhancedCurrentHue and CurrentSaturation attributes are
CurrentSaturation attributes to the same as were returned in Step
DUT SERVER. 4c.
Continued...

Page 70 Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. @l‘gBlee N
Corntrol your wurl



ZigBee Document 16-02862-004, July 3rd, 2017

ZCL Color Control Cluster Test Specification Errata, v1.0

CC-TC-05S: Scene functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
5a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C44.Rsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL color loop set command with the status field equal to
frame to DUT SERVER with the | 0x00 (SUCCESS).
update flags field set to 0x07 DUT SERVER begins a color
(update action, direction and loop cycle (starting from the
time), the action field set to 0x02 current enhanced hue) with a
(start from enhanced current hue), | color cycle time of 10s.
the direction field set to 0x01, the
time field set to 0x000a (10s) and
the start hue field set to 0x0000.
5b | S.5.C04.Rsp, | TH CLIENT unicasts a ZCL store | DUT SERVER unicasts a ZCL
S:5.C04.Tx | scene command frame to DUT store scene response command
SERVER with the group ID field | frame to TH CLIENT with the
set to 0x0001 and the scene ID status field set to 0x00
field set to 0x01. (SUCCESS), the group ID field
set to 0x0000 and the scene ID
field set to 0x01.
5¢ | CC.S.A4002, | As supported in the DUT SERVER unicasts a ZCL
gg-g-ﬁjggiv ColorCapabilities of the DUT read attributes response
CO.S AL003 SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Store the values of the
frame for the C0|0rLOOpACtive, ColorLoopActive’
ColorLoopDirection and ColorLoopDirection and
C0|0rLOOpTime attributes to DUT ColorLoopTime attributes.
SERVER.
5d | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C44.Rsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL color loop set command with the status field equal to
frame to DUT SERVER with the | 0x00 (SUCCESS).
update flags field set to 0x07 DUT SERVER stops the color
(update action, direction and loop cycle and returns to its
time), the action field set to 0x00 | previous hue.
(deactivate), the direction field set
to 0x00, the time field set to
0x0000 and the start hue field set
to 0x0000.
Continued...
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CC-TC-05S: Scene functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
5e | CC.S.A4002, | As supported in the DUT SERVER unicasts a ZCL
gg-g-ﬁjggi' ColorCapabilities of the DUT read attributes response
CO.S AL00a SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Verify that the values of the
frame for the CO|0I’LOOpACtive, ColorLoopActive’
ColorLoopDirection and ColorLoopDirection and
C0|OI’LOOpTime attributes to DUT ColorLoopTime attributes are
SERVER. different to those returned in step
SC.
5f | S.S.C05.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
recall scene command frame to unicasts a ZCL default response
DUT SERVER with the group ID | command frame to TH CLIENT
field set to 0x0001 and the scene | with the status field equal to
ID field set to Ox01. 0x00 (SUCCESS).
DUT SERVER changes to a blue
color.
5g | CC.S.A4002, | As supported in the DUT SERVER unicasts a ZCL
gg-g-ﬁjggjl ColorCapabilities of the DUT read attributes response
cosAd00a | SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Verify that the values of the
frame for the ColorLoopActive, ColorLoopActive,
ColorLoopDirection and ColorLoopDirection and
ColorLoopTime attributes to DUT | ColorLoopTime attributes are the
SERVER. same as were returned in step 3c.
5h | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C44.Rsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL color loop set command with the status field equal to
frame to DUT SERVER with the | 0x00 (SUCCESS).
update flags field set to 0x07 DUT SERVER stops the color
(update action, direction and loop cycle and returns to its
time), the action field set to 0x00 | previous hue.
(deactivate), the direction field set
to 0x00, the time field set to
0x0000 and the start hue field set
to 0x0000.
Continued...
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CC-TC-05S: Scene functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
6a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C0aRsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL move to color temperature with the status field equal to
command frame to DUT 0x00 (SUCCESS).
SERVER with the color DUT SERVER immediately
temperature mireds field set to a Changes its color temperature_
value appropriate for the device
and the transition time field set to
0x0000 (0s).
6b | S.S.C04.Rsp, | TH CLIENT unicasts a ZCL store | DUT SERVER unicasts a ZCL
S:5.C04.Tx | scene command frame to DUT store scene response command
SERVER with the group ID field | frame to TH CLIENT with the
set to 0x0001 and the scene ID status field set to 0x00
field set to 0x01. (SUCCESS), the group ID field
set to 0x0000 and the scene ID
field set to 0x01.
6¢c | CC.S.A0007, | As supported in the DUT SERVER unicasts a ZCL
CC.S.A400a | colorCapabilities of the DUT read attributes response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Store the value of the
frame for the ColorTemperatureMireds
ColorTemperatureMireds attribute.
attribute to DUT SERVER.
6d | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C0a.Rsp | ColorCapabilities of the DUT unicasts a ZCL default response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT
ZCL move to color temperature with the status field equal to
command frame to DUT 0x00 (SUCCESS).
SERVER with the color DUT SERVER immediately
temperature mireds field set to a Changes its color temperature_
different value than was used in
step 6a but that is appropriate for
the device and the transition time
field set to 0x0000 (0s).
6e | CC.S.A0007, | As supported in the DUT SERVER unicasts a ZCL
CC.S.A400a | colorCapabilities of the DUT read attributes response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Verify that the value of the
frame for the ColorTemperatureMireds
ColorTemperatureMireds attribute is different to that
attribute to DUT SERVER. returned in step 6c.
Continued...

{4
il

@ ':ll{%gﬁh‘ul W

Copyright © 2017, ZigBee Alliance, Inc. All rights reserved.

Page 73



ZCL Color Control Cluster Test Specification Errata, v1.0

ZigBee Document 16-02862-004, July 3rd, 2017

CC-TC-05S: Scene functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification

6f | S.S.C05.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
recall scene command frame to unicasts a ZCL default response
DUT SERVER with the group ID | command frame to TH CLIENT
field set to 0x0001 and the scene | with the status field equal to
ID field set to OxO01. 0x00 (SUCCESS).

DUT SERVER changes its color
temperature.
6g | CC.S.A0007, | As supported in the DUT SERVER unicasts a ZCL
CC.S.A400a | colorCapabilities of the DUT read attributes response
SERVER, TH CLIENT unicasts a | command frame to TH CLIENT.
ZCL read attributes command Verify that the values of the
frame for the _ ColorTemperatureMireds
ColorTemperatureMireds attribute is the same as was
attribute to DUT SERVER. returned in Step 6C.
--- End of test case CC-TC-05S ---
389
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5.3.6 CC-TC-06S: Reporting functionality with server as DUT

This case test verifies the attribute reporting behavior of the color control cluster server.

In this test, the attribute reporting set, r, comprises the attributes listed below with an asterisk
(*) suffix. The PICS notation CC.S.Ar represents CC.S.A0000, CC.S.A0001, etc. Similarly,
the PICS notation CC.S.Ar.Report. Tx represents CC.S.A0000.Report.Tx,
CC.S.A0001.Report.Tx, etc.

5.3.6.1 Scope

General:

Read attributes command (0x00)

Read attributes response command (0x01)
Configure reporting command (0x06)
Configure reporting response command (0x07)
Report attributes command (0x0a)

Default response command (0x0b)

Color control cluster (0x0300):

CurrentHue attribute (0x0000)*
CurrentSaturation attribute (0x0001)*
CurrentX attribute (0x0003)*

CurrentY attribute (0x0004)*
ColorTemperatureMireds attribute (0x0007)*
ColorCapabilities attribute (0x400a)

Move to hue and saturation command (0x06)
Move to color command (0x07)

Move to color temperature command (0x0a)

CC.PIXIT.MINRI, CC.PIXIT.MAXRI

CC.S

CC.S.Ar, CC.S.A4000a

CC.S.Ar.Report. Tx

CC.S.C06.Rsp, CC.S.CO7.Rsp, CC.S.COa.Rsp

5.3.6.2 Required devices

Designation Symbol Description

TH Test harness client implementing:
CLIENT e The color control cluster client.
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DUT

SERVER s .

Device under test server implementing:
The color control cluster server.

5.3.6.3 Initial conditions
Item | Initial Conditions
1 A packet sniffer shall be observing the communication over the air interface.
2 All devices are factory new and powered off until used.
5.3.6.4 Test preparation
Link TH CLIENT with DUT SERVER
Network DUT
\\7/%
Before After
CC-TC-06S: Reporting functionality with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame to
form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are

SERVER.

powered on.

P3

Join TH CLIENT and DUT SERVER to
a ZigBee network.

Observe appropriate communication
between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.

P5 | Establish a binding link in the reverse Observe appropriate communication
direction from an endpoint on DUT between DUT SERVER, TH CLIENT
SERVER to a corresponding endpoint and any other relevant node on the
on TH CLIENT that both support the ZigBee network.
color control cluster.

--- End of test case CC-TC-06S preparation ---
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5.3.6.5 Test procedure

CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
la | CC.5.A400a TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read attributes command read attributes response
frame to DUT SERVER to command frame to TH CLIENT.
read the ColorCapabilities | ColorCapabilities attribute has a
attribute. value commensurate with the
device type.
1b | CC.S.A400a, If supported in the If requested, DUT SERVER
CC.S.C07.Rsp ColorCapabilities of the unicasts a ZCL default response
DUT SERVER, TH CLIENT | command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to
command frame to DUT 0x00 (SUCCESS).
SERVER with the ColorX DUT SERVER changes to a red
and ColorY fields set to color.
CC.PIXIT01.1 and
CC.PIXITO01.2, respectively
(red color) and the transition
time field set to 0x0000
(move immediately).
2a | CCS.Ar, TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
CC.5.A400a read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH
SERVER to read the default | CLIENT with an attribute
reporting configuration of reporting configuration record
each of the following for each of the requested
attributes supported on the attribute as supported on the
device: CurrentX, CurrentY, | device with the status field of
CurrentHue, each set to SUCCESS.
CurrentSaturation and Set Rlpq, to the value of the
ColorTemperatureMireds. maximum maximum reporting
interval field. RI,,,, is setto
either 0x0000 or a value in the
range 0x003d to Oxfffe.
Store the default report
parameters contained in the read
reporting configuration response
command frames.
Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

2b | CCSAr, Wait for the attribute reports | At a time <(RIpq, + 2) seconds,

CC.S.Ar.Report.Tx | according to the default DUT SERVER unicasts one or

configurations. more ZCL report attributes

command frame to TH CLIENT
collectively with the CurrentX,
CurrentY, CurrentHue,
CurrentSaturation and
ColorTemperatureMireds
attributes (as supported in the
ColorCapabilities attribute)
attributes.

3 | CC.S.A0000, TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
CC.S.A0001, configure reporting configure reporting response
Eggﬁgggi’ command frame to DUT command frame to TH CLIENT
CC.5.A0007. SERVER to disable reporting | for each of the requested
CC.5.A0000.Report | Of each of the following attributes as supported on the
TX, attributes Supported on the device with the status field of
CC.S.A000L.Report | device: CurrentX, Currenty, | €ach set to SUCCESS.

TX, ’ '
CC.S.A0003.Report | CUrrentHue,
Tx, CurrentSaturation and
CC.S.A0004.Report | ColorTemperatureMireds.
TX, . .
CC.S.A0007 Report | The maximum reporting
TX, interval field is set to Oxffff
CC.S.A400a (do not send reports).
Continued...
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CC-TC-06S: Reporting functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
4a | CC.S.A0003, If the ColorCapabilities DUT SERVER unicasts a ZCL
CC.S.A0003.Report | attribute indicates support | configure reporting response
22 nao0a for the CurrentX attribute | command frame to TH CLIENT,
- (perform Steps da — 4|) Conﬁrming the Conﬁgured
i attribute and with the status field
TH CLlENT UnIICaStS aZCL set to SUCCESS.
configure reporting
command frame to DUT Note: any reports generated for
SERVER for the CurrentX other attributes can be ignored.
attribute with a direction
field set to 0x00, the
minimum reporting interval
field set to
CC.PIXIT.MINRI, the
maximum reporting interval
field set to
CC.PIXIT.MAXRI and the
reportable change field set
equal to or less than 25% of
the device’s valid value range
(if valid range is between 0 —
100 with a resolution of 1, set
the reportable change field to
0x0a (10%)).
4p | CC.S.A0003, None At a time <(CC.PIXIT.MAXRI
CC.S.A0003.Report + 2) seconds after step 4a, DUT
TX SERVER unicasts a ZCL report
attributes command frame to TH
CLIENT, with the CurrentX
attribute.
4c | CC.S.CO7.Rsp TH CLIENT unicasts a ZCL | If requested, DUT SERVER
move to color command unicasts a ZCL default response
frame to DUT SERVER with | command frame to TH CLIENT
the ColorX and ColorY fields | with the status field equal to
set to values such that the 0x00 (SUCCESS).
CurrentX and CurrentY DUT SERVER changes its color
attributes are changed by accordingly.
values equal to or greater
than the reportable change
field (from the configure
reporting command) and the
transition time field set to
0x0000.
Continued...
@"?Pﬁ“, i Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. Page 79



ZCL Color Control Cluster Test Specification Errata, v1.0

ZigBee Document 16-02862-004, July 3rd, 2017

CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
4d | CC.S.A0003, None At a time approximately
%C-S-A0003-RGP°” CC.PIXIT.MINRI seconds after
X sending the report in step 4b,
DUT SERVER unicasts a ZCL
report attributes command
frames to TH CLIENT, with the
CurrentX attribute.
4e | CC.S.A0003, None At a time approximately

CC.S.A0003.Report
.TX

CC.PIXIT.MAXRI seconds after
sending the report in step 4d,
DUT SERVER unicasts a ZCL
report attributes command
frame to TH CLIENT, with the
CurrentX attribute.

4f | CC.S.A0003, TH CLIENT unicasts aZCL | DUT SERVER unicasts a ZCL
CC.S.A0003.Report | configure reporting configure reporting response
TX command frame to DUT command frame to TH CLIENT,
SERVER for the Currentx | confirming the configured
attribute with the maximum attribute and with the status field
reporting interval field set to | Sét to SUCCESS.
Oxffff (do not send reports).
4g | CC.S.A0003.Report | Wait for (CC.PIXIT.MAXRI | DUT SERVER does not send
TX + 2) seconds after the report | any further reports for the
sent in step 4e. CurrentX attribute.
4h | CC.S.A0003 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH
SERVER, to read the default | CLIENT with an attribute
reporting configuration of the | reporting configuration record
CurrentX attribute. for the CurrentX attribute and
the status field equal to either
0x8b (NOT_FOUND) or 0x00
(SUCCESS). If the status field
is equal to 0x00, the maximum
reporting interval field is equal
to OXffff.
Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
4i | CC.S.A0003 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
configure reporting configure reporting response
command frame to DUT command frame to TH CLIENT,

SERVER for the CurrentX | confirming the configured
attribute with the direction attribute and with the status field
field set to 0x00, the set to SUCCESS.

minimum reporting interval
field set to Oxffff and the
maximum reporting interval
field set to 0x0000 (restore
default report configuration).

4j | CC.5.A0003 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH

SERVER to read the default | CLIENT with an attribute
reporting configuration of the | reporting configuration record
CurrentX attribute. collectively for the CurrentX
attributes attribute and the status
field set to SUCCESS.

Verify that the default reporting
configuration is commensurate
with the parameters stored in

step 2a.
4k | CC.5.A00083, Wait for the attribute report | At a time <(RI,,4, + 2) seconds
CTC-S-A°003-Rep°” according to the default after step 4i, DUT SERVER
X configuration. unicasts a ZCL report attributes
command frame to TH CLIENT
with the CurrentX attribute.
41 | CC.S.A0003, TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
CC.S.A0003.Report | configure reporting configure reporting response
X command frame to DUT command frame to TH CLIENT,
SERVER for the CurrentX confirming the configured
attribute with the maximum attribute and with the status field
reporting interval field set to | set to SUCCESS.
Oxffff (do not send reports).
Continued...
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CC-TC-06S: Reporting functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
5a | CC.S.A0004, If the ColorCapabilities DUT SERVER unicasts a ZCL
CC.S.A0004.Report | attribute indicates support | configure reporting response
22 nao0a for the CurrentY attribute | command frame to TH CLIENT,
- (perform Steps Ba — 5|) Conﬁrming the Conﬁgured
i attribute and with the status field
TH CLlENT UnI'CaStS aZCL set to SUCCESS.
configure reporting
command frame to DUT Note: any reports generated for
SERVER for the CurrentY other attributes can be ignored.
attribute with a direction
field set to 0x00, the
minimum reporting interval
field set to
CC.PIXIT.MINRI, the
maximum reporting interval
field set to
CC.PIXIT.MAXRI and the
reportable change field set
equal to or less than 25% of
the device’s valid value range
(if valid range is between 0 —
100 with a resolution of 1, set
the reportable change field to
0x0a (10%)).
5pb | CC.S.A0004, None At a time <(CC.PIXIT.MAXRI
CC.S.A0004.Report + 2) seconds after step 5a, DUT
TX SERVER unicasts a ZCL report
attributes command frame to TH
CLIENT, with the CurrentY
attribute.
5¢ | CC.S.CO7.Rsp TH CLIENT unicasts a ZCL | If requested, DUT SERVER
move to color command unicasts a ZCL default response
frame to DUT SERVER with | command frame to TH CLIENT
the ColorX and ColorY fields | with the status field equal to
set to values such that the 0x00 (SUCCESS).
CurrentX and CurrentY DUT SERVER changes its color
attributes are changed by accordingly.
values equal to or greater
than the reportable change
field (from the configure
reporting command) and the
transition time field set to
0x0000.
Continued...
Page 82 Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. @l.‘?.eﬁe” i



ZigBee Document 16-02862-004, July 3rd, 2017 ZCL Color Control Cluster Test Specification Errata, v1.0

CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
5d | CC.S.A0004, None At a time approximately
CC.S.A0004.Report CC.PIXIT.MINRI seconds after
TX sending the report in step 5b,

DUT SERVER unicasts a ZCL
report attributes command
frames to TH CLIENT, with the
CurrentY attribute.

5e | CC.5.AD004, None At a time approximately
Qri-S-AOOO“-RePO” CC.PIXIT.MAXRI seconds after

sending the report in step 5d,
DUT SERVER unicasts a ZCL
report attributes command
frame to TH CLIENT, with the
CurrentY attribute.

5f | CC.S.A0004, TH CLIENT unicasts a zCL | DUT SERVER unicasts a ZCL
CC.S.A0004.Report | configure reporting configure reporting response
TX command frame to DUT command frame to TH CLIENT,

SERVER for the Currenty | confirming the configured
attribute with the maximum attribute and with the status field

reporting interval field set to | setto SUCCESS.
Oxffff (do not send reports).

5g | CC.S.A0004.Report | Wait for (CC.PIXIT.MAXRI | DUT SERVER does not send

TX + 2) seconds after the report | @ny further reports for the
sentin Step Be. CurrentY attribute.
5h | CC.S.A0004 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH

SERVER, to read the default | CLIENT with an attribute

reporting configuration of the | reporting configuration record
CurrentY attribute. for the CurrentY attribute and

the status field equal to either
0x8b (NOT_FOUND) or 0x00
(SUCCESS). If the status field
is equal to 0x00, the maximum
reporting interval field is equal
to OXffff.

Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
5i | CC.S.A0004 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
configure reporting configure reporting response
command frame to DUT command frame to TH CLIENT,

SERVER for the Currenty | confirming the configured
attribute with the direction attribute and with the status field
field set to 0x00, the set to SUCCESS.

minimum reporting interval
field set to Oxffff and the
maximum reporting interval
field set to 0x0000 (restore
default report configuration).

5j | CC.S.AD004 TH CLIENT unicastsa ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH

SERVER to read the default | CLIENT with an attribute
reporting configuration of the | reporting configuration record
CurrentY attribute. collectively for the CurrentY
attributes attribute and the status
field set to SUCCESS.

Verify that the default reporting
configuration is commensurate
with the parameters stored in

step 2a.
5k | CC.S.A0004, Wait for the attribute report | At a time <(RI,;,,4, + 2) seconds,
CTC-S-AOOO“-RGPO” according to the default DUT SERVER unicasts a ZCL
X configuration. report attributes command
frame to TH CLIENT with the
CurrentY attribute.
5| | CC.S.A0004, TH CLIENT unicastsa ZCL | DUT SERVER unicasts a ZCL
CC.S.A0004.Report | configure reporting configure reporting response
X command frame to DUT command frame to TH CLIENT,
SERVER for the CurrentY confirming the configured
attribute with the maximum attribute and with the status field
reporting interval field setto | set to SUCCESS.
Oxffff (do not send reports).
Continued...
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CC-TC-06S: Reporting functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
6a | CC.S.A0000, If the ColorCapabilities DUT SERVER unicasts a ZCL
CC.S.A0000.Report | attribute indicates support | configure reporting response
22 nao0a for the CurrentHue attribute | command frame to TH CLIENT,
(perform Steps ba — 6|) Conflrmlng the Conflgured
_ attribute and with the status field
TH CLlENT UnIICaStS aZCL set to SUCCESS.
configure reporting
command frame to DUT
SERVER for the CurrentHue
attribute with a direction
field set to 0x00, the
minimum reporting interval
field set to
CC.PIXIT.MINRI, the
maximum reporting interval
field set to
CC.PIXIT.MAXRI and the
reportable change field set
equal to or less than 25% of
the device’s valid value range
(if valid range is between 0 —
100 with a resolution of 1, set
the reportable change field to
0x0a (10%)).
6b | CC.S.A0000, None At a time <(CC.PIXIT.MAXRI
CC.S.A0000.Report + 2) seconds after step 6a, DUT
TX SERVER unicasts a ZCL report
attributes command frame to TH
CLIENT, with the CurrentHue
attribute.
6c | CC.S.C00.Rsp TH CLIENT unicasts a ZCL | If requested, DUT SERVER
move to hue command frame | unicasts a ZCL default response
to DUT SERVER with the command frame to TH CLIENT
Hue field set to a value such | with the status field equal to
that the CurrentHue attribute | 0x00 (SUCCESS).
is changed by a value equal | pUT SERVER changes its hue
to or greater than the accordingly.
reportable change field (from
the configure reporting
command), the Direction
field set to Ox00 (shortest
distance) and the transition
time field set to 0x0001.
Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
6d | CC.S.A0000, None At a time approximately
%i-S-AOOOO-RePOVt CC.PIXIT.MINRI seconds after

sending the report in step 6b,
DUT SERVER unicasts a ZCL
report attributes command
frame to TH CLIENT, with the
CurrentHue attribute.

6e | CC.S.A0000, None At a time approximately
Qri-S-AOOOO-RePOH CC.PIXIT.MAXRI seconds after

sending the report in step 6d,
DUT SERVER unicasts a ZCL
report attributes command
frame to TH CLIENT, with the
CurrentHue attribute.

6f | CC.S.A0000, TH CLIENT unicasts a ZzCL | DUT SERVER unicasts a ZCL
CC.S.A0000.Report | configure reporting configure reporting response
Tx

command to DUT SERVER | command to TH CLIENT,

for the CurrentHue attribute | confirming the configured
with the maximum reporting | attribute and with the status field
interval field set to Oxffff (do | Sétto SUCCESS.

not send reports).

6g | CC.S.A0000.Report | Wait for (CC.PIXIT.MAXRI | DUT SERVER does not send

TX + 2) seconds after the report | @ny further reports for the
sent in Step 6e. CurrentHue attribute.
6h | CC.S.A0000 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH

SERVER, to read the default | CLIENT with an attribute

reporting configuration of the | reporting configuration record
CurrentHue attribute. for the CurrentHue attribute and

the status field equal to either
0x8b (NOT_FOUND) or 0x00
(SUCCESS). If the status field
is equal to 0x00, the maximum
reporting interval field is equal
to OXffff.

Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
6i | CC.S.A0000 TH CLIENT unicastsa zCL | DUT SERVER unicasts a ZCL
configure reporting configure reporting response
command frame to DUT command frame to TH CLlENT,
SERVER for the CurrentHue | confirming the configured
attribute with the direction attribute and with the status field
field set to 0x00, the set to SUCCESS.
minimum reporting interval
field set to Oxffff and the
maximum reporting interval
field set to 0x0000 (restore
default report configuration).
6j | CC.S.AD000 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH
SERVER to read the default | CLIENT with an attribute
reporting configuration of the | reporting configuration record
CurrentHue attribute. collectively for the CurrentHue
attributes attribute and the status
field set to SUCCESS.
Verify that the default reporting
configuration is commensurate
with the parameters stored in
step 2a.
6k | CC.S.A0000, Wait for the attribute report | At a time <(RI,;,,4, + 2) seconds,
CTC-S-AOOOO-RGPO” according to the default DUT SERVER unicasts a ZCL
X configuration. report attributes command
frame to TH CLIENT with the
CurrentHue attribute.
6l | CC.S.A0000, TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
CC.S.A0000.Report | configure reporting configure reporting response
X command frame to DUT command frame to TH CLIENT,
SERVER for the CurrentHue | confirming the configured
attribute with the maximum attribute and with the status field
reporting interval field set to | set to SUCCESS.
Oxffff (do not send reports).
Continued...
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CC-TC-06S: Reporting functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
7a | CC.S.A0001, If the ColorCapabilities DUT SERVER unicasts a ZCL
CC.S.A0001.Report | attribute indicates support | configure reporting response
22 nao0a for the CurrentSaturation | command frame to TH CLIENT,
attribute (perform steps 7a— | confirming the configured
71): attribute and with the status field
) set to SUCCESS.
TH CLIENT unicasts a ZCL
configure reporting
command frame to DUT
SERVER for the
CurrentSaturation attribute
with a direction field set to
0x00, the minimum reporting
interval field set to
CC.PIXIT.MINRI, the
maximum reporting interval
field set to
CC.PIXIT.MAXRI and the
reportable change field set
equal to or less than 25% of
the device’s valid value range
(if valid range is between 0 —
100 with a resolution of 1, set
the reportable change field to
0x0a (10%)).
7b | CC.S.A0001, None At a time <(CC.PIXIT.MAXRI
CC.S.A0001.Report + 2) seconds after step 7a, DUT
TX SERVER unicasts a ZCL report
attributes command frame to TH
CLIENT, with the
CurrentSaturation attribute.
7c | CC.S.C03.Rsp TH CLIENT unicasts a ZCL | If requested, DUT SERVER
move to saturation command | unicasts a ZCL default response
frame to DUT SERVER with | command frame to TH CLIENT
the Saturation field set to a with the status field equal to
value such that the 0x00 (SUCCESS).
CurrentSaturation attribute is | pUT SERVER changes its
changed by a value equal to | saturation accordingly.
or greater than the reportable
change field (from the
configure reporting
command) and the transition
time field set to 0x0001.
Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
7d | CC.S.A0001, None At a time approximately
C%()?(-S-AOOOl-RePOVt CC.PIXIT.MINRI seconds after

sending the report in step 7b,
DUT SERVER unicasts a ZCL
report attributes command
frame to TH CLIENT, with the
CurrentSaturation attribute.

7e | CC.S.A0001, None At a time approximately
Qri-S-A‘)OOl-RePO” CC.PIXIT.MAXRI seconds after

sending the report in step 7d,
DUT SERVER unicasts a ZCL
report attributes command
frame to TH CLIENT, with the
CurrentSaturation attribute.

7f | CC.S.A0001, TH CLIENT unicasts a zCL | DUT SERVER unicasts a ZCL
CC.S.A0001.Report | configure reporting configure reporting response
gk command to DUT SERVER | command to TH CLIENT,
for the CurrentSaturation confirming the configured

attribute with the maximum attribute and with the status field

reporting interval field set to | setto SUCCESS.
Oxffff (do not send reports).

7g | CC.S.A0001.Report | Wait for (CC.PIXIT.MAXRI | DUT SERVER does not send

TX + 2) seconds after the report | @ny further reports for the
sent in step 7e. CurrentSaturation attribute.
7h | CC.S.A0001 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH

SERVER, to read the default | CLIENT with an attribute
reporting configuration of the | reporting configuration record

CurrentSaturation attribute. | for the CurrentSaturation
attribute and the status field

equal to either 0x8b
(NOT_FOUND) or 0x00
(SUCCESS). If the status field
is equal to 0x00, the maximum
reporting interval field is equal
to OXffff.

Continued...

@"?Pﬁ“, i Copyright © 2017, ZigBee Alliance, Inc. All rights reserved. Page 89



ZCL Color Control Cluster Test Specification Errata, v1.0 ZigBee Document 16-02862-004, July 3rd, 2017

CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
7i | CC.S.A0001 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
configure reporting configure reporting response
command frame to DUT command frame to TH CLIENT,
SERVER for the confirming the configured

CurrentSaturation attribute | attribute and with the status field

with the direction field set to | Set to SUCCESS.
0x00, the minimum reporting
interval field set to Oxffff and
the maximum reporting
interval field set to 0x0000
(restore default report
configuration).

7) | CC.S.AD001 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH

SERVER to read the default | CLIENT with an attribute
reporting configuration of the | reporting configuration record
CurrentSaturation attribute. | collectively for the
CurrentSaturation attributes
attribute and the status field set
to SUCCESS.

Verify that the default reporting
configuration is commensurate
with the parameters stored in

step 2a.
7k | CC.S.A0001 Wait for the attribute report | At a time <(RI,;,4, + 2) seconds,
CTC-S-A°001-ReP°” according to the default DUT SERVER unicasts a ZCL
X configuration. report attributes command
frame to TH CLIENT with the
CurrentSaturation attribute.
71 | CC.S.A0001, TH CLIENT unicastsa ZCL | DUT SERVER unicasts a ZCL
CC.S.A0001.Report | configure reporting configure reporting response
X command frame to DUT command frame to TH CLIENT,
SERVER for the confirming the configured
CurrentSaturation attribute attribute and with the status field
with the maximum reporting | set to SUCCESS.
interval field set to Oxffff (do
not send reports).
Continued...
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CC-TC-06S: Reporting functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
8a | CC.S.A0007, If the ColorCapabilities DUT SERVER unicasts a ZCL
CC.S.A0007.Report | attribute indicates support | configure reporting response
TX, for the ColorTemperature_ command frame to TH CLIENT,
CC.S.A400a . X — :
Mireds attribute (perform | confirming the configured
step 8a — 8l): attributes and with the status
_ field set to SUCCESS.
TH CLIENT unicasts a ZCL
configure reporting
command frame to DUT
SERVER for the
ColorTemperatureMireds
attribute each with a
direction field set to 0x00,
the minimum reporting
interval field set to
CC.PIXIT.MINRI, the
maximum reporting interval
field set to
CC.PIXIT.MAXRI and the
reportable change field set
equal to or less than 25% of
the device’s valid value range
(if valid range is between 0 —
100 with a resolution of 1, set
the reportable change field to
0x0a (10%)).
8p | CC.S.A0007, None At a time <(CC.PIXIT.MAXRI
CC.S.A0007.Report + 2) seconds after step 8a, DUT
TX SERVER unicasts a ZCL report
attributes command frames to
TH CLIENT with the
ColorTemperatureMireds
attribute.
Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
8c | CC.S.COa.Rsp TH CLIENT unicasts a ZCL | If requested, DUT SERVER
move to color temperature unicasts a ZCL default response
command frame to DUT command frame to TH CLIENT
SERVER with the Color with the status field equal to
Temperature Mireds field set | 0x00 (SUCCESS).
to a value such that the DUT SERVER changes its color
ColorTemperatureMireds temperature accordingly.
attribute is changed by a
value equal to or greater than
the reportable change field
(from the configure reporting
command) and the transition
time field set to 0x0000.
8d | CC.S.A0007, None At a time approximately
CC.S.A0007.Report CC.PIXIT.MINRI seconds after
Tx sending the report in step 8b,
DUT SERVER unicasts a ZCL
report attributes command
frame to TH CLIENT with the
ColorTemperature-Mireds
attribute.
8e | CC.S.A0007, None At a time approximately
CC.S.A0007.Report CC.PIXIT.MAXRI seconds after
Tx sending the report in step 8d,
DUT SERVER unicasts a ZCL
report attributes command
frame to TH CLIENT with the
ColorTemperature-Mireds
attribute.
8f | CC.S.A0007, TH CLIENT unicasts a zCL | DUT SERVER unicasts a ZCL
CC.S.A0007.Report | configure reporting configure reporting response
X command frame to DUT command frame to TH CLlENT,
SERVER for the confirming the configured
C0|0rTemperatureMiredS attributes and with the status
attribute and the maximum | field set to SUCCESS.
reporting interval field set to
Oxffff (do not send reports).
8g | CC.S.A0007.Report | Wait for (CC.PIXIT.MAXRI DUT SERVER does not send
T + 2) seconds after the report | any further reports for the
sent in step 8e. ColorTemperatureMireds
attribute.
Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
8h | CC.S.A0007 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH
SERVER, to read the default | CLIENT with an attribute
reporting configuration of the | reporting configuration record
ColorTemperatureMireds for the ColorTemperatureMireds
attribute. attribute and the status field
equal to either 0x8b
(NOT_FOUND) or 0x00
(SUCCESS). If the status field
is equal to 0x00, the maximum
reporting interval field is equal
to Oxffff.
8i | CC.S.A0007 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
configure reporting configure reporting response
command frame to DUT command frame to TH CLIENT,
SERVER for the confirming the configured
Co|orTemperatureMireds attributes and with the status
attribute with the direction | field set to SUCCESS.
field set to 0x00, the
minimum reporting interval
field set to Oxffff and the
maximum reporting interval
field set to 0x0000 (restore
default report configuration).
8j | CC.S.A0007 TH CLIENT unicasts a ZCL | DUT SERVER unicasts a ZCL
read reporting configuration | read reporting configuration
command frame to DUT response command frame to TH
SERVER to read the default | CLIENT with an attribute
reporting configuration of the | reporting configuration record
ColorTemperatureMireds for the ColorTemperatureMireds
attribute. attribute and the status field set
to SUCCESS.
Verify that the default reporting
configuration is commensurate
with the parameters stored in
step 2a.
Continued...
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CC-TC-06S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
8k | CC.S.A0007 Wait for the attribute report | At a time <(Rlpq, + 2) seconds,
according to the default DUT SERVER unicasts a ZCL
configuration. report attributes command
frame to TH CLIENT with the
ColorTemperatureMireds
attribute.
8l | CC.S.A0007, TH CLIENT unicastsa ZCL | DUT SERVER unicasts a ZCL
%C-S-AOOW-REPO” configure reporting configure reporting response
X command frame to DUT command frame to TH CLIENT,
SERVER for the confirming the configured
ColorTemperatureMireds attribute and with the status field
attribute with the maximum set to SUCCESS.
reporting interval field set to
Oxffff (do not send reports).
--- End of test case CC-TC-06S ---
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5.3.7 CC-TC-07S: Startup functionality with server as DUT
This case test verifies the startup functionality of the color control cluster server.

5.3.7.1 Scope

General:
e Read attributes command (0x00)
e Read attributes response command (0x01)
e Write attributes command (0x02)
e Write attributes response command (0x04)
e Default response command (0x0b)

On/off cluster (0x0006):
e StartUpOnOff attribute (0x4003)
e On command (0x01)

Color control cluster (0x0300):
e ColorTemperatureMireds attribute (0x0007)
e ColorTempPhysicalMinMireds attribute (0x400b)
e ColorTempPhysicalMaxMireds attribute (0x400c)
e StartUpColorTemperatureMireds attribute (0x4010)
e Move to color temperature command (0x0a)

e CCS
e CC.S.A0007, CC.S.A400b, CC.S.A400c, CC.S.A4010
e (CC.S.COa.Rsp

5.3.7.2 Required devices

Designation Symbol Description
TH y Test harness client implementing:
CLIENT @ e The on/off cluster client and
e The color control cluster client.
DUT y . Device under test server implementing:
SERVER @ e The on/off cluster server and

e The color control cluster server.
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5.3.7.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

5.3.7.4 Test preparation

Link TH CLIENT with DUT SERVER

ZigBee
Network

L
Before After

ZigBee
Network DuT

SERVER

CC-TC-07S: Startup functionality with server as DUT

Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame to
form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.

P3 | Join TH CLIENT and DUT SERVER to | Observe appropriate communication
a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the

ZigBee network.

--- End of test case CC-TC-07S preparation ---
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5.3.7.5 Test procedure

CC-TC-07S: Startup functionality with server as DUT

Item | PICS

Test Harness Step

DUT Pass Verification

la

TH CLIENT unicasts a ZCL on
command to DUT SERVER.

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

DUT SERVER turns on.

1b | CC.S.A400b,
CC.S.A400c

TH CLIENT unicasts a ZCL read
attributes command frame to
DUT SERVER to read the
ColorTempPhysicalMinMireds
(tmin) and ColorTempPhysical-
MaxMireds (t,,,,) attributes.

Note the values of these attributes.

DUT SERVER unicasts a ZCL
read attributes response
command frame to TH CLIENT.

1c

TH CLIENT unicasts a ZCL write
attributes command frame to
DUT SERVER to write the value
Oxff (startup in the previous state)
to the OnOff cluster,
StartUpOnOff attribute.

DUT SERVER unicasts a ZCL
write attributes response
command frame to TH CLIENT.

2 CC.S.A0007,
CC.S.C0a.Rsp

TH CLIENT unicasts a ZCL move
to color temperature command
frame to DUT SERVER with the
color temperature mireds field set
to a value (tmin + (M))
(determined in step 1b) and the
transition time field set to 0x0000
(0s).

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

DUT SERVER transitions to the
mid-point color temperature
mireds value.

33 | CC.S.A4010

TH CLIENT unicasts a ZCL write
attributes command frame to
DUT SERVER to write the value
tmax 10 the
StartUpColorTemperature
attribute.

DUT SERVER unicasts a ZCL
write attributes response
command frame to TH CLIENT.

3b

Power off DUT SERVER.

None.

3c |-

Power on DUT SERVER.

DUT SERVER is powered at a
color temperature mireds
value t,, g
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CC-TC-07S: Startup functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
3d | CC.S.A0007 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has the value t,nqy.
Continued...
4a | CC.S.A4010 | TH CLIENT unicasts a ZCL write | DUT SERVER unicasts a ZCL
attributes command frame to write attributes response
DUT SERVER to write the value | command frame to TH CLIENT.
timin t0 the
StartUpColorTemperature
attribute.
4b | - Power off DUT SERVER. None.
4¢c | - Power on DUT SERVER. DUT SERVER is powered at a
color temperature mireds
value t,,in.
4d | CC.S.A0007 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has the value t,;,,.
5a | CC.S.A0007, | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
CC.S.C0aRsp | tg color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
color temperature mireds field set | with the status field equal to
to a value (tmin + (tmax_ tmin)) 0x00 (SUCCESS) N
N z " DUT SERVER transitions to the
(determined in SFeEjlb) and the mid-point color temperature
transition time field set to 0x0000 mireds value.
(0s).
5b | CC.S.A4010 | TH CLIENT unicasts a ZCL write | DUT SERVER unicasts a ZCL
attributes command frame to write attributes response
DUT SERVER to write the value | command frame to TH CLIENT.
Oxffff (startup at the previous
color temperature) to the
StartUpColorTemperature
attribute.
5¢ |- Power off DUT SERVER. None.
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CC-TC-07S: Startup functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
5 |- Power on DUT SERVER. DUT SERVER is powered at the
mid-point color temperature
mireds value.
Continued...

Be | CC.S.A0007

TH CLIENT unicasts a ZCL read
attributes command frame to
DUT SERVER to read the
ColorTemperatureMireds
attribute.

DUT SERVER unicasts a ZCL
read attributes response
command frame to TH CLIENT.

ColorTemperatureMireds
attribute has the value

(tmin + (tmax; tmin)>.

--- End of test case CC-TC-07S ---
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465 5.3.8 CC-TC-08S: Couple color temperature to level functionality with
466 server as DUT

467  This test case verifies the couple color temperature to level functionality of the color control
468  cluster.

469 5.3.8.1 Scope

470  General:

471 e Read attributes command (0x00)

472 e Read attributes response command (0x01)
473 e Write attributes command (0x02)

474 e Write attributes response command (0x04)
475 e Default response command (0x0b)

476  Level control cluster (0x0008):

477 e Move to level (with on/off) command (0x04)

478  Color control cluster (0x0300):

479 e ColorTemperatureMireds attribute (0x0007)

480 e Options attribute (0x000f)

481 e CoupleColorTempToLevelMinMireds attribute (0x400d)
482 e Move to color temperature command (0x0a)

483  PICS:

484 e CCS

485 e CC.S.A0007, CC.S.A000f, CC.S.A400d

486 5.3.8.2 Required devices

Designation Symbol Description
TH Test harness client implementing:
CLIENT e The level control cluster client and
e The color control cluster client.
DUT Device under test server implementing:
SERVER e The level control cluster server and
e The color control cluster server.

487
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5.3.8.3

Initial conditions

ltem

Initial Conditions

1

A packet sniffer shall be observing the communication over the air interface.

2

All devices are factory new and powered off until used.

5.3.8.4

Test preparation

Link DUT CLIENT with TH SERVER

ZigBee

Network DUT

SERVER

~

Before

ZigBee

Network DUT
ﬂ

After

CC-TC-08S: Couple color temperature to level functionality with server as DUT

Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame to
form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER to | Observe appropriate communication
a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.

--- End of test case CC-TC-08S preparation ---
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5.3.8.5 Test procedure

CC-TC-08S: Couple color temperature to level functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
la | CC.S.A400d | TH CLIENT unicastsa ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
CoupleColorTempToLevel- CoupleColorTempToLevel-
MinMireds attribute. MinMireds attribute has the
Note the value of this attribute. value cCtlmin.
1b | CC.S.CO0a.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
color temperature mireds field set | with the status field equal to
to cctlmin and the transition time 0x00 (SUCCESS).
field set to 0x0000 (move DUT SERVER changes its color
immediately). temperature.
2 | LC.S.A000f | TH CLIENT unicasts a ZCL write | DUT SERVER unicasts a ZCL
attributes command frame to write attributes response
DUT SERVER to set the Options | command frame to TH CLIENT.
attribute of the Level Control
cluster to 0x02 (CoupleColor-
TempToLevel bit set).
3a |- TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to level (with on/off) command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
Level field set to 0x7f and the with the status field equal to
OptionsMask and 0x00 (SUCCESS).
OptionsOverride fields omitted. DUT SERVER turns on if
necessary and changes its level
to the mid-point.
3b | CC.S.A0007 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has a value cctlmia such
that (cctlmia > cctlmin).
da |- TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to level (with on/off) command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
Level field set to Oxfe and the with the status field equal to
OptionsMask and 0x00 (SUCCESS).
OptionsOverride fields omitted. DUT SERVER changes to its
maximum level.
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CC-TC-08S: Couple color temperature to level functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
4p | CC.5.A0007 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has the value cctlmin.
Continued...
5a TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to level (with on/off) command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
Level field set to 0x01 and the with the status field equal to
OptionsMask and 0x00 (SUCCESS).
OptionsOverride fields omitted. DUT SERVER changes to its
minimum level.
5b | CC.S.A0007 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has a value cctlmax such
that (cCtlmax > cCtlmig > cCtlmin).
5¢ TH CLIENT unicasts a ZCL on If requested, DUT SERVER
command to DUT SERVER. unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).
DUT SERVER turns on.
6a | CC.S.C0a.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to color temperature command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
color temperature mireds field set | with the status field equal to
to cctlmin and the transition time 0x00 (SUCCESS).
field set to 0x0000 (move DUT SERVER changes its color
immediately). temperature.
6b TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
CurrentLevel attribute. CurrentLevel attribute has the
value 0x01.
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CC-TC-08S: Couple color temperature to level functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
7 | LC.S.A000f | TH CLIENT unicasts a ZCL write | DUT SERVER unicasts a ZCL
attributes command frame to write attributes response
DUT SERVER to set the Options | command frame to TH CLIENT.
attribute of the Level Control
cluster to 0x00 (CoupleColor-
TempToLevel bit not set).
8a |- TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to level (with on/off) command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
Level field set to Ox7f and the with the status field equal to
OptionsMask and 0x00 (SUCCESS).
OptionsOverride fields omitted. DUT SERVER changes its level
to the mid-point.
Continued...
8b | CC.S.A0007 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
ColorTemperatureMireds ColorTemperatureMireds
attribute. attribute has the value cCtlmin.
--- End of test case CC-TC-08S ---
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5.3.9 CC-TC-09S: ExecutelfOff behavior with server as DUT

This test case verifies the behavior ExecutelfOff option of the color control cluster server.

Note: this test case only verifies the ExecutelfOff behavior with the Move to color command
and it is assumed that the other supported color manipulation commands exhibit the same
behavior. If preferred, the tester can either repeat the test for each command or substitute a
random command in place of the Move to color command as written. If the Move to color

command is not supported according to the ColorCapabilities attribute, an alternative,
supported color manipulation command can be used instead.

5.3.9.1 Scope

General:

Read attributes command (0x00)

Read attributes response command (0x01)
Write attributes command (0x02)

Write attributes response command (0x04)
Default response command (0xO0b)

On/off cluster (0x0006):

Off command (0x00)
On command (0x01)

Color control cluster (0x0300):

CurrentX attribute (0x0003)
CurrentY attribute (0x0004)
Options attribute (0x000f)
Move to color command (0x07)

CCS

CC.S.A0003, CC.S.A0004, CC.S.A000f
CC.S.CO07.Rsp

00.S.C00.Rsp, O0.S.C01.Rsp

()'llfvghvaﬁwem wuild
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5.3.9.2 Required devices

Designation Symbol Description
TH Test harness client implementing:
CLIENT e The on/off cluster client and
e The color control cluster client.
DUT ‘ Device under test server implementing:
SERVER @

e The on/off cluster server and
e The color control cluster server.

5.3.9.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.
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531 5.3.9.4 Test preparation
Link TH CLIENT with DUT SERVER

ZigBee
@ Network

ZigBee
Network

o
Before After
532
CC-TC-09S: ExecutelfOff behavior with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame
to form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER | Observe appropriate communication
to a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case CC-TC-09S preparation ---
533
534
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535 5.3.9.5 Test procedure
CC-TC-09S: ExecutelfOff behavior with server as DUT
Item | PICS Test Harness Step DUT Pass Verification

la | O0.S.C01.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
on command to DUT unicasts a ZCL default response
SERVER. command frame to TH CLIENT

with the status field equal to 0x00
(SUCCESS).
DUT SERVER turns on.
1b | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO7Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the ColorX and DUT SERVER Changes to ared
ColorY fields set to color.
CC.PIXIT01.1 and
CC.PIXITO01.2, respectively,
(red color) and the transition
time field set to 0x0000 (move
immediately).
1c | CC.S.A0003, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
CC.S.A0004 1 read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentX and Note the values of the CurrentX
CurrentY attributes. and CurrentY attributes as Xg and
YR, respectively.

2 | 00.5.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
off command to DUT unicasts a ZCL default response
SERVER. command frame to TH CLIENT

with the status field equal to 0x00
(SUCCESS).
DUT SERVER turns off.

3 | 00.5.A0001 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
write attributes command write attributes response command
frame to DUT SERVER to set | frame to TH CLIENT.
the Options attribute to 0x00
(ExecutelfOff bit not set).

Continued...
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CC-TC-09S: ExecutelfOff behavior with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
4a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.C07.Rsp

ColorCapabilities of the DUT
SERVER, TH CLIENT
unicasts a ZCL move to color
command frame to DUT
SERVER with the ColorX and
ColoryY fields set to
CC.PIXIT03.1 and
CC.PIXITO03.2, respectively,
(blue color), the transition time
field set to 0x0000 (move
immediately) and the
OptionsMask and
OptionsOverride fields
omitted.

unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER does nothing.

4p | CC.S.A0003,
CC.S.A0004

TH CLIENT unicasts a ZCL
read attributes command
frame to DUT SERVER to
read the CurrentX and
CurrentY attributes.

DUT SERVER unicasts a ZCL
read attributes response command
frame to TH CLIENT.

CurrentX and CurrentY attributes
have the values Xr and Yg,
respectively.

5a | CC.S.A400a,
CC.S.CO7.Rsp

If supported in the
ColorCapabilities of the DUT
SERVER, TH CLIENT
unicasts a ZCL move to color
command frame to DUT
SERVER with the ColorX and
ColorY fields set to
CC.PIXIT03.1 and
CC.PIXIT03.2, respectively,
(blue color), the transition time
field set to 0x0000 (move
immediately), the OptionsMask
field set to 0x01 and the
OptionsOverride field set to
0x00 (ExecutelfOff bit not set).

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).

DUT SERVER does nothing.

5b | CC.S.A0003,

TH CLIENT unicasts a ZCL

DUT SERVER unicasts a ZCL

CC.S.A0004 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentX and CurrentX and CurrentY attributes
CurrentY attl‘lbutes. have the Va'ues XR and YR,
respectively.
Continued...
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CC-TC-09S: ExecutelfOff behavior with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
6a | CC.S.A400a, | If supported in the If requested, DUT SERVER

CC.S.CO7.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the ColorX and | pUT SERVER does nothing.
ColorY fields set to
CC.PIXIT03.1 and
CC.PIXITO03.2, respectively,
(blue color), the transition time
field set to 0x0000 (move
immediately), the OptionsMask
field set to 0x01 and the
OptionsOverride field set to
0x01 (ExecutelfOff bit set).

6b | CC.S.A0003, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL

CC.S.A0004 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentX and CurrentX and CurrentY attributes
CurrentY attributes. have the values Xg and Y,

respectively, i.e., different from Xgr
and Yr.

7 | 00.5.A0001 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
write attributes command write attributes response command
frame to DUT SERVER to set | frame to TH CLIENT.
the Options attribute to 0x01
(ExecutelfOff bit set).

8a | CC.S.A400a, | If supported in the If requested, DUT SERVER

CC.S.CO7Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).

SERVER with the ColorX and | pyT SERVER does nothing.
ColorY fields set to
CC.PIXIT01.1 and
CC.PIXITO01.2, respectively,
(red color), the transition time
field set to 0x0000 (move
immediately) and the
OptionsMask and
OptionsOverride fields
omitted.
Continued...
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CC-TC-09S: ExecutelfOff behavior with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
8b | CC.S.A0003, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
CC.S.A0004 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentX and CurrentX and CurrentY attributes
CurrentY attributes. have the values Xg and Y,
respectively.
9a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO7.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the ColorX and | pUT SERVER does nothing.
ColorY fields set to
CC.PIXIT02.1 and
CC.PIXITO02.2, respectively,
(green color), the transition
time field set to 0x0000 (move
immediately), the OptionsMask
field set to 0x01 and the
OptionsOverride field set to
0x00 (ExecutelfOff bit not set).
9b | CC.S.A0003, | TH CLIENT unicastsa ZCL DUT SERVER unicasts a ZCL
CC.S.A0004 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentX and CurrentX and CurrentY attributes
CurrentY attributes. have the values Xg and Yr,
respectively.
10a | CC.S.A400a, | If supported in the If requested, DUT SERVER
CC.S.CO7.Rsp | ColorCapabilities of the DUT | unicasts a ZCL default response
SERVER, TH CLIENT command frame to TH CLIENT
unicasts a ZCL move to color | with the status field equal to 0x00
command frame to DUT (SUCCESS).
SERVER with the ColorX and | pUT SERVER does nothing.
ColorY fields set to
CC.PIXIT02.1 and
CC.PIXITO02.2, respectively,
(green color), the transition
time field set to 0x0000 (move
immediately), the OptionsMask
field set to 0x01 and the
OptionsOverride field set to
0x01 (ExecutelfOff bit set).
Continued...
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CC-TC-09S: ExecutelfOff behavior with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
10b | CC.S.A0003, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
CC.S.A0004 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentX and CurrentX and CurrentY attributes
CurrentY attrlbutes. have the Values XG and YG,
respectively.

--- End of test case CC-TC-09S ---
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5.4 Client test cases

5.4.1 CC-TC-01C: Functionality with client as DUT

This case test verifies the functionality of the color control cluster client.

The DUT client SHALL be on the same network as a suitable server, provided by the user, and
this device SHALL be used by the client to exercise its functionality. The test case uses the

test harness to prompt the user, based on the declared PICS, to exercise the functionality of the
basic cluster client and to verify the results. A sniffer tool SHALL be used to log the exercised
functionality and to determine its validity.

In this test case, the PICS notation CC.C.CdTx represents the list of commands that are
declared as being transmitted by the DUT.

5.4.1.1 Scope
Color control cluster (0x0300):

Move to hue command (0x00)

Move hue command (0x01)

Step hue command (0x02)

Move to saturation command (0x03)

Move saturation command (0x04)

Step saturation command (0x05)

Move to hue and saturation command (0x06)
Move to color command (0x07)

Move color command (0x08)

Step color command (0x09)

Move to color temperature command (0x0a)
Enhanced move to hue command (0x40)
Enhanced move hue command (0x41)
Enhanced step hue command (0x42)
Enhanced move to hue and saturation command (0x43)
Color loop set command (0x44)

Stop move step command (0x47)

Move color temperature command (0x4b)
Step color temperature command (0x4c)

CC.C

CC.C.C00.Tx — CC.C.C0a.Tx, CC.C.C40.Tx — CC.C.C44.Tx, CC.C.CAT.Tx,
CC.C.C4h.Tx, CC.C.C4c.Tx

5.4.1.2 Required devices

Designation Symbol Description

@"%Bﬁ“, ol Copyright © 2017, ZigBee Alliance, Inc. All rights reserved.

Page 113




ZCL Color Control Cluster Test Specification Errata, v1.0 ZigBee Document 16-02862-004, July 3rd, 2017

DUT ‘ Device under test client implementing:
CLIENT e The color control cluster client.
SERVER ‘ Suitable server device implementing:

e The color control cluster server.

575

576 5.4.1.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

YA

578 5.4.1.4 Test preparation

Link DUT CLIENT with SERVER

Before After
579
CC-TC-01C: Functionality with client as DUT
Item | Preparation Step Observation

P1 | Power on the DUT CLIENT device and | DUT CLIENT and SERVER are
the SERVER device. powered on.

P2 | Ensure the DUT CLIENT device and the | Observe appropriate communication
SERVER device are on the same ZigBee | between DUT CLIENT, SERVER and
network. any other relevant node on the ZigBee

network.
--- End of test case CC-TC-01C preparation ---
580
581
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582 5.4.1.5 Test procedure

CC-TC-01C: Functionality with client as DUT
Item | PICS Test Harness Step DUT Pass Verification

1 - Test harness prompts the user None.
with a list of commands, based on
the declared PICS, which the
DUT CLIENT indicates it can
transmit.

2 CC.C.Cd.Tx None. DUT CLIENT transmits correctly
formed commands in any order and
with application achievable values.
This is verified using the sniffer log.

3 |- Prompt the user to verify that | During step 2, DUT CLIENT has
the cluster commands listed in | transmitted every command listed by
step 1 were transmitted during | the test harness in step 1.

step 2.

4 |- Prompt the user to verify that During step 2, DUT CLIENT has not
the cluster commands not listed | transmitted any commands from this
in step 1 were not transmitted cluster that were not listed by the test
during step 2. harness in step 1.

--- End of test case CC-TC-01C ---

583
584
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36 Annex A: PICS to test case cross reference

586 6.1 Server

Test case

PICS cc-Tc- | cc-TCc- | ce-Tc- | cc-TC- | ce-TC- | cCc-TC- | cC-TC- | CC-TC- | CcC-TC- | CC-TC-
01G 01s 02S 03s 04S 05S 06S 07S 08S 09S

CC.S X X X X X X X X X X
CC.S.A0000 X X
CC.S.A0000.Report.Tx
CC.S.A0001 X X X
CC.S.A0001.Scene X
CC.S.A0001.Report.Tx X
CC.S.A0002 X X
CC.S.A0003 X X X X X
CC.S.A0003.Scene X
CC.S.A0003.Report.Tx X
CC.S.A0004 X X X X X
CC.S.A0004.Scene X
CC.S.A0004.Report.Tx X
CC.S.A0005 X
CC.S.A0006
CC.S.A0007
CC.S.A0007.Scene X
CC.S.A0007.Report.Tx X
CC.S.A0008
CC.S.A000f
CC.S.A0010
CC.S.A0011
CC.S.A0012
CC.S.A0013
CC.S.A0015
CC.S.A0016
CC.S.A0017
CC.S.A0019
CC.S.A001a
CC.S.A001b
CC.S.A0020
CC.S.A0021

X | X | X

X

X
X
X
X
X
X

XX |IX|X|X|X|X|X|X|X|X|X]|X]|X
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Test case
PICS Cc-TC- | cc-TC- | cc-TC- | cc-TC- | cc-TC- | cC-TC- | cC-TC- | CcC-TC- | CC-TC- | CC-TC-
01G 01S 028 03s 04S 05S 06S 07S 08S 09S

X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X X X

X
X X X
X X

X
X X

X
X X

X
X X
X X
X X X X
X X X
X X X
X X
X X

X
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Test case
PICS Ccc-Tc- | cc-TC- | cc-TC- | cc-TCc- | cc-TC- | cCc-TC- | CcC-TC- | CC-TC- | CC-TC- | CC-TC-
01G 01S 02S 03s 04S 05S 06S 07S 08S 09S
X
X
X
X
X
X
X
X X
X X X X X
X
X
X X X X X
X X
X
X
X X
X X
X X
X
X
587
588 6.2 Client
Test case
PICS CC-TC-01G | CC-TC-01C
X X
X
X
X
X
X
X
X
X
X
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Test case
PICS CC-TC-01G | CC-TC-01C
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
X
589
590
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