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Notice of use and disclosure

Copyright © ZigBee Alliance, Inc. (1996-2016). All rights Reserved. This
information within this document is the property of the ZigBee Alliance and its use
and disclosure are restricted.

Elements of ZigBee Alliance specifications may be subject to third party intellectual
property rights, including without limitation, patent, copyright or trademark rights
(such a third party may or may not be a member of ZigBee). ZigBee is not responsible
and shall not be held responsible in any manner for identifying or failing to identify
any or all such third party intellectual property rights.

No right to use any ZigBee name, logo or trademark is conferred herein. Use of any
ZigBee name, logo or trademark requires membership in the ZigBee Alliance and
compliance with the ZigBee Logo and Trademark Policy and related ZigBee policies.

This document and the information contained herein are provided on an “AS IS” basis
and ZigBee DISCLAIMS ALL WARRANTIES EXPRESS OR IMPLIED,
INCLUDING BUT NOT LIMITED TO (A) ANY WARRANTY THAT THE USE
OF THE INFORMATION HEREIN WILL NOT INFRINGE ANY RIGHTS OF
THIRD PARTIES (INCLUDING WITHOUT LIMITATION ANY
INTELLECTUAL PROPERTY RIGHTS INCLUDING PATENT, COPYRIGHT OR
TRADEMARK RIGHTS) OR (B) ANY IMPLIED WARRANTIES OF
MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, TITLE OR
NONINFRINGEMENT. IN NO EVENT WILL ZIGBEE BE LIABLE FOR ANY
LOSS OF PROFITS, LOSS OF BUSINESS, LOSS OF USE OF DATA,
INTERRUPTION OF BUSINESS, OR FOR ANY OTHER DIRECT, INDIRECT,
SPECIAL OR EXEMPLARY, INCIDENTIAL, PUNITIVE OR CONSEQUENTIAL
DAMAGES OF ANY KIND, IN CONTRACT OR IN TORT, IN CONNECTION
WITH THIS DOCUMENT OR THE INFORMATION CONTAINED HEREIN,
EVEN IF ADVISED OF THE POSSIBILITY OF SUCH LOSS OR DAMAGE. All
Company, brand and product names may be trademarks that are the sole property of
their respective owners.

The above notice and this paragraph must be included on all copies of this document
that are made.
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1 Introduction

This document contains the PICS, test specification and PICS/test case cross reference for the
ZCL level control cluster.

1.1 Conformance levels

The key words "SHALL", "SHALL NOT", "SHOULD", "SHOULD NOT",
"RECOMMENDED" and "MAY" in this document are to be interpreted as described in [R7].
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)2 References |

89 2.1 ZigBee Alliance documents

90 [R1] ZigBee Cluster Library Specification, ZigBee Alliance document 07-5123.

91 [R2] ZCL General Test Specification, ZigBee Alliance document 15-0xxx.

92 [R3] ZCL Scenes Cluster Test Specification, ZigBee Alliance document 15-0308.

93 [R4] ZCL On/Off Cluster Test Specification, ZigBee Alliance document 15-0310.

94  [R5] ZCL Level Control Cluster XML PICS, ZigBee Alliance document 15-0xxx.

95 [R6] ZigBee Lighting & Occupancy Device Specification, ZigBee Alliance document 15-
96 0014.

97 2.2 IETF documents
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3 PICS

All references are for the ZigBee Cluster Library specification [R1] unless otherwise indicated.
An XML version of these PICS is also available in [R5].

3.1 Usage
Item number Feature Reference Status Support
LC.S Does the device implement the 3.10.2 0 Yes/NoO
level control cluster as a server?
LC.C Does the device implement the 3.10.3 0 Yes/No
level control cluster as a client?
3.2 Server
3.2.1 Attributes
Item number Feature Reference Status Support
LC.S.A0000 Does the device implement the | Table 3.52, | LC.S: M Yes/No
CurrentLevel attribute? 3.10.2.31
LC.S.A0000.Scene Does the device implement 3.10.2.6 (LC.S&S.S): M Yes/No
receiving and responding to the
scene cluster commands for the
CurrentLevel attribute?
LC.S.A0000.Report.Tx | Does the device implement 3.10.2.7 LC.S: M Yes/No
receiving and responding to the
global report attribute
commands for the CurrentLevel
attribute and sending reports?
LC.S.A0001 Does the device implement the | Table 3.52, | LC.S: O Yes/No
RemainingTime attribute? 3.10.2.3.2
LC.S.A000f Does the device implement the | Table 3.52, | LC.S: M Yes/No
Options attribute? 3.10.2.3.3
LC.S.A0010 Does the device implement the | Table 3.52, | LC.S: O Yes/No
OnOffTransitionTime attribute? | 3.10.2.3.4
LC.S.A0011 Does the device implement the | Table 3.52, | LC.S: O Yes/No
OnLevel attribute? 3.10.2.35
LC.S.A0012 Does the device implement the | Table 3.52, | LC.S: O Yes/No
OnTransitionTime attribute? 3.10.2.3.6
LC.S.A0013 Does the device implement the | Table 3.52, | LC.S: O Yes/No
OffTransitionTime attribute? 3.10.2.3.7
Page 10 Copyright © 2016, ZigBee Alliance, Inc. All rights reserved. @ligsee'
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Item number Feature Reference Status Support
LC.S.A0014 Does the device implement the | Table 3.52, | LC.S: O Yes/No
DefaultMoveRate attribute? 3.10.2.3.8
LC.S.A4000 Does the device implement the [R6] Table | LC.S: O Yes/No
StartUpCurrentLevel attribute? | 72,
274.1.1.1
LC.S.Afffd Does the device implement the | Table2-1, | LC.S: M Yes/No
ClusterRevision global 23511
attribute?
3.2.2 Commands received
Item number Feature Reference Status Support
LC.S.C00.Rsp Does the device implement Table 3.53, | LC.S: M Yes/No
receiving the Move to level 3.10.24.1
command?
LC.S.CO1.Rsp Does the device implement Table 3.53, | LC.S: M Yes/No
receiving the Move command? 3.10.2.4.2
LC.S.C02.Rsp Does the device implement Table 3.53, | LC.S: M Yes/No
receiving the Step command? 3.10.2.4.3
LC.S.C03.Rsp Does the device implement Table 3.53, | LC.S: M Yes/No
receiving the Stop command? 3.10.2.4.4
LC.S.C04.Rsp Does the device implement Table 3.53, | LC.S: M Yes/No
receiving the Move to level (with 3.10.2.45
on/off) command?
LC.S.C05.Rsp Does the device implement Table 3.53, | LC.S: M Yes/No
receiving the Move (with on/off) 3.10.2.45
command?
LC.S.C06.Rsp Does the device implement Table 3.53, | LC.S: M Yes/No
receiving the Step (with on/off) 3.10.2.45
command?
LC.S.CO7.Rsp Does the device implement Table 3.53, | LC.S: M Yes/No
receiving the Stop command? 3.10.2.45
@fjﬂ,‘fﬁﬁg,wld Copyright © 2016, ZigBee Alliance, Inc. All rights reserved. Page 11
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3.3 Client

3.3.1 Attributes

Item number Feature Reference Status Support
LC.C.A0000.Report.Rsp | Does the device implement sending | 3.10.2.7 LC.C:O Yes/No
global report attribute command
requests and receiving reports for
the CurrentLevel attribute?
LC.C.Afffd Does the device implement the Table2-1, | LC.C:M Yes/No
ClusterRevision global attribute? 23511
3.3.2 Commands generated
Item number Feature Reference Status Support
LC.C.C00.Tx Does the device implement sending Table 3.53, | LC.C: O Yes/No
the Move to level command? 3.10.24.1
LC.C.COL.Tx Does the device implement sending | Table 3.53, | LC.C: O Yes/No
the Move command? 3.10.2.4.2
LC.C.C02.Tx Does the device implement sending | Table 3.53, | LC.C: O Yes/No
the Step command? 3.10.2.4.3
LC.C.C03.Tx Does the device implement sending | Table 3.53, | LC.C: O Yes/No
the Stop command? 3.10.2.44
LC.C.C04.Tx Does the device implement sending | Table 3.53, | LC.C: O Yes/No
the Move to level (with on/off) 3.10.2.45
command?
LC.C.C05.Tx Does the device implement sending | Table 3.53, | LC.C: O Yes/No
the Move (with on/off) command? 3.10.2.45
LC.C.C06.Tx Does the device implement sending | Table 3.53, | LC.C: O Yes/No
the Step (with on/off) command? 3.10.2.45
LC.C.C07.Tx Does the device implement sending | Table 3.53, | LC.C: O Yes/No
the Stop command? 3.10.2.45
Page 12 Copyright © 2016, ZigBee Alliance, Inc. All rights reserved. @ligsee‘

Control your world



bxu
Highlight

bxu
Highlight

bxu
Highlight

SESA589224
Highlight

SESA589224
Highlight

SESA589224
Highlight

SESA589224
Highlight

SESA589224
Highlight

bxu
Highlight

SESA589224
Highlight


116

117

118
119

120

121
122

123

124
125
126
127
128

129

130
131
132

133

134
135
136

ZigBee Document 15-0312-05, April 18th, 2016 ZCL Level Control Cluster Test Specification, v1.0

4 Test specification

4.1 Introduction

4.1.1 Test case overview

The following test cases are available for the level control cluster:

Test ID Description Reference
Global tests

LC-TC-01G | Global attributes 4.2.1
Server side tests

LC-TC-01S Attributes with server as DUT 43.1

LC-TC-02S Primary functionality with server as DUT 4.3.2

LC-TC-03S Secondary functionality with server as DUT 4.3.3

LC-TC-04S Scenes functionality with server as DUT 4.3.4

LC-TC-05S Reporting functionality with server as DUT 4.35

LC-TC-06S Startup functionality with server as DUT 4.3.6

LC-TC-07S ExecutelfOff behavior with server as DUT 4.3.7
Client side tests

LC-TC-01C Functionality with client as DUT 441

Unless otherwise specified, when the Move to level, Step, Move and Stop commands are used,
the OptionsMask and OptionsOverride fields of SHALL NOT be included.

4.1.2 Testing tolerances

In test cases where a change in an attribute value is tested over time, it is permitted for the
devices involved in the test to be within a tolerance of £15% of the expected value. As such,
these test cases indicate that the attribute value must be approximately equal to an expected
value, to which the £15% tolerance should then be applied. All other attribute values presented
are expected to be exact.

4.1.3 Variable rate movements

If the device is not able to move at a variable rate then the transition time and rate fields of the
move and move to level commands (and their “with On/off” equivalents) may be ignored and a
fixed rate used instead.

4.1.4 Client DUTs

For client test cases only test steps that pertain to commands that are supported on the DUT are
required to be executed. All commands in this cluster for which support is indicated in the
PICS shall be exercised, using valid, application achievable values.

@gggﬁg, o Copyright © 2016, ZigBee Alliance, Inc. All rights reserved. Page 13
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Note that for the client attribute test case, it is permissible for the client not to be able to
execute any of the test steps.

The client SHALL ensure that an application link, e.g. a binding link, exists between itself and
the test harness. This should be configured before starting the test.

4.1.5 Test steps manipulating attributes

In test case steps that require more than one attribute to be manipulated (e.g. read), the tester
may decide whether it is appropriate or practical to send a single attribute manipulation
command, containing multiple attributes, or multiple attribute manipulation commands, each
containing a single attribute. The test case is designed to verify the behavior of the device
supporting the attribute rather that verifying the attribute manipulation command in question.

Page 14 Copyright © 2016, ZigBee Alliance, Inc. All rights reserved. @ligBee
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4.2 Generic test cases

4.2.1 LC-TC-01G: Global attributes
This test case verifies the behavior of the global attributes of the level control cluster client and

Server.

In this test, the PICS notation LC.S.Agm and LC.C.Agm represents the list of global attributes

that are specified as being mandatory for either the server or client, respectively. Similarly, the
PICS notation LC.S.Ago and LC.C.Ago represents the list of global attributes that are specified
as being optional for either the server or client, respectively.

4.2.1.1 Scope

General:

e Read attributes command (0x00)
e Read attributes response command (0x01)
e Write attributes command (0x02)
e Write attributes response command (0x04)

Level control cluster (0x0008):

e All global attributes

PICS:

e LCS,LCC

e LC.S.Agm, LC.C.Agm, LC.S.Ago, LC.C.Ago

4.2.1.2 Required devices

Designation Symbol Description
DUT Device under test implementing:
e The level control cluster server or client.
TH @ Test harness implementing:

e The level control cluster client or server,
I.e. the opposite cluster instantiation as
implemented on the DUT.

4.2.1.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

’) ZigBee
Control your world
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171 4.2.1.4 Test preparation

Link TH CLIENT with DUT SERVER

ZigBee

Before After
172
LC-TC-01G: Global attributes
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame
to form the network.
P2 | Power on TH and DUT. TH and DUT are powered on.
P3 | Join TH and DUT to a ZigBee Observe appropriate communication
network. between TH, DUT and any other
relevant node on the ZigBee network.
--- End of test case LC-TC-01G preparation ---
173
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174 4.2.1.5 Test procedure

LC-TC-01G: Global attributes
Item | PICS Test Harness Step DUT pass Verification
1 | LC.S.Agm, TH unicasts a ZCL read DUT unicasts a ZCL read
LC.C.Agm attributes command frame to | attributes response command frame
DUT to read each mandatory to TH containing each requested
global attribute of this cluster | attribute.
one at a time. The data type in each command
must match the value listed in the
specification(s). The data value in
each command for the attribute
must fall within the valid range
described in the specification(s).
2a | LC.S.Agm, TH unicasts a ZCL write DUT unicasts a ZCL write
LC.C.Agm attributes command frame to | attributes response command frame
DUT to write the respective to TH for each attribute.
default value to each If the access control of DUT is set
mandatory global attribute of | o READ, the DUT response will
this cluster one at a time. indicate that the attribute write
command was not a SUCCESS. If
the access control of DUT is set to
READ/WRITE, the DUT response
will indicate that the write
command was a SUCCESS.
2b | LC.S.Agm, TH unicasts a ZCL read DUT unicasts a ZCL read
LC.C.Agm attributes command frame to | attributes response command frame
DUT to read back each to TH containing the requested
attribute written in step 2a. attribute.
If the Status field of the write
attributes response command frame
was equal to SUCCESS, the
updated value is read back. If the
Status field of the write attributes
response command frame was not
equal to SUCCESS the value is not
updated when read back.
Continued...

’) ZigBee
Control your world
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LC-TC-01G: Global attributes

Item

PICS

Test Harness Step

DUT pass Verification

LC.S.Ago,

LC.C.Ago

TH unicasts a ZCL read
attributes command frame to
DUT to read each optional
global attribute of this cluster
one at a time.

DUT unicasts a ZCL read
attributes response command frame
to TH containing each attribute.

If the DUT implements the
attribute, the Status field will be
equal to SUCCESS and the
command will contain the
requested attribute. If the DUT
does not implement the attribute,
the Status field will not be equal to
SUCCESS.

The data type in each command
must match the value listed in the
specification(s). The data value in
each command for the attribute
must fall within the valid range
described in the specification(s).

4a

LC.S.Ago,

LC.C.Ago

TH unicasts a ZCL write
attributes command frame to
DUT to write the respective
default value to each optional
global attribute of this cluster
one at a time.

DUT unicasts a ZCL write
attributes response command frame
to TH for each attribute.

If the attribute is not implemented
or the access control of DUT is set
to READ, the DUT response will
indicate that the attribute write
command was not a SUCCESS. If
the attribute is implemented and the
access control of DUT is set to
READ/WRITE, the DUT response
will indicate that the write
command was a SUCCESS.

4b

LC.S.Ago,

LC.C.Ago

TH unicasts a ZCL read
attributes command frame to
DUT to read back each
attribute written in step 4a.

DUT unicasts a ZCL read
attributes response command frame
to TH containing the requested
attribute.

If the Status field of the write
attributes response command frame
was equal to SUCCESS, the
updated value is read back. If the
Status field of the write attributes
response command frame was not
equal to SUCCESS the value is not
updated when read back.

--- End of test case LC-TC-01G ---
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4.3 Server test cases

4.3.1 LC-TC-01S: Attributes with server as DUT
This test case verifies the behavior of the non-global attributes of the level control cluster

Server.

In this test, the PICS notation LC.S.Am represents the list of non-global attributes that are
specified as being mandatory. Similarly, the PICS notation LC.S.Ao represents the list of non-
global attributes that are specified as being optional.

4.3.1.1 Scope

General:

e Read attributes command (0x00)
e Read attributes response command (0x01)
e Write attributes command (0x02)
e Write attributes response command (0x04)

Level control cluster (0x0008):
e All non-global attributes

PICS:
e |LCS

e LC.S.Am, LC.S.Ao

4.3.1.2 Required devices

Designation Symbol Description
TH y Test harness client implementing:
CLIENT & e The level control cluster client.
DUT y Device under test server implementing:
SERVER | SERVER

e The level control cluster server.

4.3.1.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

/) ZigBee
Control your world
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199 4.3.1.4 Test preparation
Link TH CLIENT with DUT SERVER

ZigBee
Network

ZigBee
Network

Before After
200
LC-TC-01S: Attributes with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame
to form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER | Observe appropriate communication
to a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case LC-TC-01C preparation ---
201
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4.3.1.5 Test procedure

LC-TC-01S: Attributes with server as DUT

Item | PICS Test Harness Step DUT pass Verification
1 | LCS.Am TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT containing
read each mandatory attribute | each requested attribute.
of this cluster one at a time. The data type in each command
must match the value listed in the
specification(s). The data value in
each command for the attribute
must fall within the valid range
described in the specification(s).
2a | LC.S.Am TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
write attributes command write attributes response command
frame to DUT SERVER to frame to TH CLIENT for each
write the respective default attribute.
value to each mandatory If the access control of DUT
attribute of this cluster one ata | SERVER is set to READ, the DUT
time. SERVER response will indicate
that the attribute write command
was not a SUCCESS. If the access
control of DUT SERVER is set to
READ/WRITE, the DUT SERVER
response will indicate that the write
command was a SUCCESS.
2b | LC.S.Am TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT containing
read back each attribute written | the requested attribute.
in step 2a. If the Status field of the write
attributes response command frame
was equal to SUCCESS, the
updated value is read back. If the
Status field of the write attributes
response command frame was not
equal to SUCCESS the value is not
updated when read back.
Continued...
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LC-TC-01S: Attributes with server as DUT

Item | PICS Test Harness Step DUT pass Verification
3 |LCS.Ao TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT containing
read each optional attribute of | each attribute.
this cluster one at a time. If the DUT SERVER implements

the attribute, the Status field will be
equal to SUCCESS and the
command will contain the
requested attribute. If the DUT
SERVER does not implement the
attribute, the Status field will not be
equal to SUCCESS.

The data type in each command
must match the value listed in the
specification(s). The data value in
each command for the attribute
must fall within the valid range
described in the specification(s).

4a | LCS.Ao TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
write attributes command write attributes response command
frame to DUT SERVER to frame to TH CLIENT for each
write the respective default attribute.
value to each optional attribute | |f the attribute is not implemented
of this cluster one at a time. or the access control of DUT

SERVER is set to READ, the DUT
SERVER response will indicate
that the attribute write command
was not a SUCCESS. If the
attribute is implemented and the
access control of DUT SERVER is
set to READ/WRITE, the DUT
response will indicate that the write
command was a SUCCESS.

Continued...
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LC-TC-01S: Attributes with server as DUT

Item | PICS Test Harness Step DUT pass Verification
4b | LC.S.Ao TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT containing
read back each attribute written | the requested attribute.
in step 4a. If the Status field of the write

attributes response command frame
was equal to SUCCESS, the
updated value is read back. If the
Status field of the write attributes
response command frame was not
equal to SUCCESS the value is not
updated when read back.

--- End of test case LC-TC-01S ---

203
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205 4.3.2 LC-TC-02S: Primary functionality with server as DUT
206  This test case verifies the primary functionality of the level control cluster server.

207 4.3.2.1 Scope

208  General:

209 e Read attributes command (0x00)

210 e Read attributes response command (0x01)
211 e Default response command (0x0b)

212 On/off cluster (0x0006):

213 e OnOff attribute (0x0000)

214 e Off command (0x00)

215 e On command (0x01)

216 e Toggle command (0x02)

217  Level control cluster (0x0008):

218 e CurrentLevel attribute (0x0000)
219 e RamainingTime attribute (0x0001)
220 e Move to level command (0x00)
221 e Step command (0x01)

222 e Move command (0x02)

223 e Stop command (0x03)

224 e Move to level (with on/off) command (0x04)
225 e Move (with on/off) command (0x05)
226 e Step (with on/off) command (0x06)
227 e Stop command (0x07)

228 PICS:

229 e LCS

230 e LC.S.A0000, LC.S.A0001

231 e LC.S.C00-07.Rsp

232 e 00.S.A0000

233 e 00.S.C00-02.Rsp

234
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235 4.3.2.2 Required devices

Designation Symbol Description
TH y Test harness client implementing:
CLIENT & e The on/off cluster client and

e The level control cluster client.

( DUT

SERVER G e The on/off cluster server and
e The level control cluster server.

DUT i : Device under test server implementing:

236

237 4.3.2.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

238
239
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4.3.2.4 Test preparation

Link TH CLIENT with DUT SERVER

ZigBee
Network DuT

SERVER

Before

ZigBee
Network

o
After

LC-TC-02S: Primary functionality with server as DUT

Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame
to form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER | Observe appropriate communication
to a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case LC-TC-02S preparation ---
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4.3.2.5 Test procedure

LC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

0 | LCS.CO4Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level (with on/off) unicasts a ZCL default response
command to DUT SERVER, command frame to TH CLIENT
with the level field set to 0x80 | with the status field equal to 0x00
and the transition time field set | (SUCCESS).
to 0x0000 (move immediately). | DUT SERVER turns on (if

necessary) and moves to its level to
the mid-point.

1 | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value

0x80.

2a | LC.S.CO5.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move (with on/off) command to | unicasts a ZCL default response
DUT SERVER, with the move | command frame to TH CLIENT
mode field set to 0x00 (move with the status field equal to 0x00
up) and the rate field set to (SUCCESS).
0x40 (64 units per second). DUT SERVER increases to its

maximum level over 4 seconds.

2b | LC.S.A0000 | After 6s, TH CLIENT unicasts | DUT SERVER unicasts a ZCL
a ZCL read attributes read attributes response command
command frame to DUT frame to TH CLIENT.

SERVER to read the CurrentLevel attribute has the value
CurrentLevel attribute. Oxfe.

3a | LC.S.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level command to unicasts a ZCL default response
DUT SERVER, with the level | command frame to TH CLIENT
field set to 0x80 and the with the status field equal to 0x00
transition time field set to (SUCCESS).
0x0000 (move immediately). | pUT SERVER immediately

reduces its level to its mid-point.

3b | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value

0x80.
Continued...
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LC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
4a | O0.S.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
off command to DUT unicasts a ZCL default response
SERVER. command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).
DUT SERVER turns off.
4pb | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value
0x80.
5a | O0.S.C01.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
on command to DUT unicasts a ZCL default response
SERVER. command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).
DUT SERVER turns on.
5b | LC.S.A0000 TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value
0x80.
6a | LC.S.C02.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
step command to DUT unicasts a ZCL default response
SERVER, with the step mode | command frame to TH CLIENT
field set to 0x01 (step down), with the status field equal to 0x00
the step size field set to 0x40 (SUCCESS).
(64 units) and the transition DUT SERVER reduces its level.
time field set to 0x0014 (2s).
6b | LC.S.C02.Rsp | After 2s, TH CLIENT unicasts | If requested, DUT SERVER
a ZCL step command to DUT | unicasts a ZCL default response
SERVER, with the step mode | command frame to TH CLIENT
field set to Ox01 (step down), with the status field equal to 0x00
the step size field set to 0x40 (SUCCESS).
(64 units) and the transition DUT SERVER reduces its level to
time field set to 0x0014 (2s). its minimum level.
Continued...
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LC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
6c | LC.S.A0000 | After 2s, TH CLIENT unicasts | DUT SERVER unicasts a ZCL
a ZCL read attributes read attributes response command
command frame to DUT frame to TH CLIENT.
SERVER to read the CurrentLevel attribute has the value
CurrentLevel attribute. 0x01.
7a | O0.S.CO2.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
toggle command to DUT unicasts a ZCL default response
SERVER. command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).
DUT SERVER turns off.
7b | LC.S.A0000, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
00.S.A0000 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel and CurrentLevel attribute has the value
OnOff attributes. 0x01. OnOff attribute has the value
0x00.
8a | 00.5.C02.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
toggle command to DUT unicasts a ZCL default response
SERVER. command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).
DUT SERVER turns on.
8b | LC.S.A0000, | TH CLIENT unicastsa ZCL DUT SERVER unicasts a ZCL
00.S.A0000 | read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel and CurrentLevel attribute has the value
OnOff attributes. 0x01. OnOff attribute has the value
0x01.
9a | LC.S.CO1.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move command to DUT unicasts a ZCL default response
SERVER, with the move mode | command frame to TH CLIENT
field set to 0x00 (move up) and | with the status field equal to 0x00
the rate field set to Ox0a (10 (SUCCESS).
units per second). DUT SERVER begins to increase
its level.
Continued...
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LC-TC-02S: Primary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
9b | LC.S.CO3.Rsp | After 10s, TH CLIENT If requested, DUT SERVER
unicasts a ZCL stop [0x03] unicasts a ZCL default response
command to DUT SERVER. command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).
DUT SERVER stops adjusting its
level.
9c | LC.S.AD000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value
0x65.
10a | LC.S.CO1.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move command to DUT unicasts a ZCL default response
SERVER, with the move mode | command frame to TH CLIENT
field set to 0x01 (move down) | with the status field equal to 0x00
and the rate field set to 0x04 (4 | (SUCCESS).
units per second). DUT SERVER begins to decrease
its level.
10b | LC.S.CO7.Rsp | After 10s, TH CLIENT If requested, DUT SERVER
unicasts a ZCL stop [0x07] unicasts a ZCL default response
command to DUT SERVER. command frame to TH CLIENT
with the status field equal to 0x00
(SUCCESS).
DUT SERVER stops adjusting its
level.
10c | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value
0x3d.
11a | LC.S.CO4.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level (with on/off) unicasts a ZCL default response
command to DUT SERVER, command frame to TH CLIENT
with the level field set to 0x00 | with the status field equal to 0x00
and the transition time field set | (SUCCESS).
to 0x0258 (60s). DUT SERVER immediately begins
to decrease its level.
Continued...
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LC-TC-02S: Primary functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
11b | LC.S.A0001 | After 10s, TH CLIENT DUT SERVER unicasts a ZCL
unicasts a ZCL read attributes | read attributes response command
command frame to DUT frame to TH CLIENT.
SERVER to read the RemainingTime attribute has a
RemainingTime attribute. value approximately equal to
0x01f4.
DUT SERVER continues to
decreases its level to its minimum
level and turns off.
11c | LC.S.A0000, | After 60s, TH CLIENT DUT SERVER unicasts a ZCL
©0.S.A0000 | ynicasts a ZCL read attributes | read attributes response command
command frame to DUT frame to TH CLIENT.
SERVER to read the CurrentLevel attribute has the value
CurrentLevel and OnOff 0x01. OnOff attribute has the value
attributes. 0x00.
12a | LC.S.CO6.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
step (with on/off) command to | unicasts a ZCL default response
DUT SERVER, with the step command frame to TH CLIENT
mode field set to 0x00 (step with the status field equal to 0x00
up), the step size field set to (SUCCESS).
0x01 (1 unit) and the transition | pUT SERVER turns on at its
time field set to Oxffff (as fast | minimum level.
as possible).
12b | LC.S.A0000, | After 60s, TH CLIENT DUT SERVER unicasts a ZCL
00.S.A0000 | ynicasts a ZCL read attributes | read attributes response command
command frame to DUT frame to TH CLIENT.
SERVER to read the CurrentLevel attribute has the value
CurrentLevel and OnOff 0x02. OnOff attribute has the value
attributes. 0x01.

245
246

--- End of test case LC-TC-02S ---
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247 4.3.3 LC-TC-03S: Secondary functionality with server as DUT
248  This test case verifies the secondary functionality of the level control cluster server.

249  4.3.3.1 Scope

250  General:

251 e Read attributes command (0x00)

252 e Read attributes response command (0x01)
253 e Write attributes command (0x02)

254 e Write attributes response command (0x04)
255 e Default response command (0x0b)

256  Onloff cluster (0x0006):

257 e Off command (0x00)

258 e On command (0x01)

259  Level control cluster (0x0008):

260 e OnOffTransitionTime attribute (0x0010)
261 e OnLevel attribute (0x0011)

262 e OnTransitionTime attribute (0x0012)
263 e OffTransitionTime attribute (0x0013)
264 e DefaultMoveRate attribute (0x0014)
265 e Move (with on/off) command (0x05)
266  PICS:

267 e LCS

268 e LC.S.A0010-0014

269 e LC.S.CO5.Rsp

270 e (00.S.C00-01.Rsp

271  4.3.3.2 Required devices

Designation Symbol Description
TH Test harness client implementing:
CLIENT e The on/off cluster client and
e The level control cluster client.
DUT Device under test server implementing:
SERVER e The on/off cluster server and
e The level control cluster server.

272
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273  4.3.3.3 Initial conditions
Item | Initial Conditions
1 A packet sniffer shall be observing the communication over the air interface.
2 All devices are factory new and powered off until used.
274
275
276  4.3.3.4 Test preparation
Link DUT CLIENT with TH SERVER
S~
Before After
277
LC-TC-03S: Secondary functionality with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame to
form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER to | Observe appropriate communication
a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case LC-TC-03C preparation ---
278
279
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280 4.3.3.5 Test procedure
LC-TC-03S: Secondary functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
1 | 00.5.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
OnOff cluster, off command to unicasts a ZCL default response
DUT SERVER. command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).
DUT SERVER turns off.
2a | LC.S.A0011 Conditional on OnLevel attribute | DUT SERVER unicasts a ZCL
being supported on the DUT: write attributes response
TH CLIENT unicasts a ZCL write | command frame to TH CLIENT.
attributes command to set the
OnLevel attribute to Oxfe.
2b | LC.S.A0011 TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
OnLevel attribute. OnLevel attribute has the value
Oxfe.
3a | LC.S.A0010, | Conditional on DUT SERVER unicasts a ZCL
tg-g-ﬁgg% OnOffTransitionTime. write attributes response
e OnTransitionTime and command frame to TH CLIENT.
OffTransitionTime attributes
being supported on the DUT:
TH CLIENT unicasts a ZCL write
attributes command to set the
OnOffTransitionTime attribute to
0x003c (6 seconds), the
OnTransitionTime attribute to
0x001e (3 seconds) and the
OffTransitionTime attribute to
0x001e (3 seconds).
Continued...
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LC-TC-03S: Secondary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
3b | LC.S.A0010, | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
tg-g-ﬁgg% attributes command frame to read attributes response
" DUT SERVER to read the command frame to TH CLIENT
OnOffTransitionTime, with 3 read attribute status
OnTransitionTime and records, each with a Status of
OffTransitionTime attributes. SUCCESS.
OnOffTransitionTime attribute
has the value 0x003c.
OnTransitionTime attribute has
the value 0x001e.
OffTransitionTime attribute has
the value 0x001e.
4a | 00.5.CO1LRsp | Conditional on step 3a being If requested, DUT SERVER
invoked: unicasts a ZCL default response
TH CLIENT unicasts a ZCL command frame to TH CLIENT
OnOff C|uster’ on Command to W|th the status f|e|d equal to
DUT SERVER. 0x00 (SUCCESS).
DUT SERVER turns on over 3
seconds.
(The OnTransitionTime attribute
supersedes OnOffTransitionTime
attribute.)
4b | 00.5.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
OnOff cluster, off command to unicasts a ZCL default response
DUT SERVER. command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).
DUT SERVER turns off over 3
seconds.
(The OffTransitionTime attribute
supersedes OnOffTransitionTime
attribute.)
5a | LC.S.A0012 Conditional on step 3a being DUT SERVER unicasts a ZCL
invoked: write attributes response
TH CLIENT unicasts a ZCL write | command frame to TH CLIENT.
attributes command to DUT
SERVER to set the OnTransition-
Time attribute to Oxffff.
Continued...
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LC-TC-03S: Secondary functionality with server as DUT

Item | PICS

Test Harness Step

DUT Pass Verification

5b | 00.S.COLRsp

TH CLIENT unicasts a ZCL
OnOff cluster, on command to
DUT SERVER.

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

DUT SERVER turns on over 6
seconds.

(The OnOffTransitionTime
attribute takes effect.)

6a | LC.S.A0013

Conditional on step 3a being
invoked:

TH CLIENT unicasts a ZCL write
attributes command to DUT
SERVER to set the OffTransition-
Time attribute to Oxffff.

DUT SERVER unicasts a ZCL
write attributes response
command frame to TH CLIENT.

6b | 00.S.C00.Rsp

TH CLIENT unicasts a ZCL
OnOff cluster, off command to
DUT SERVER.

If requested, DUT SERVER
unicasts a ZCL default response
command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).

DUT SERVER turns off over 6
seconds.

(The OnOffTransitionTime
attribute takes effect.)

7a | LC.S.A0014

Conditional on DefaultMoveRate
attribute being supported on the
DUT:

TH CLIENT unicasts a ZCL write
attributes command to set the
DefaultMoveRate attribute to Oxff.

DUT SERVER unicasts a ZCL
write attributes response
command frame to TH CLIENT.

7b | LC.S.A0014

TH CLIENT sends a read
attributes command to DUT
SERVER to read the
DefaultMoveRate attribute.

DUT SERVER unicasts a ZCL
read attributes response
command frame to TH CLIENT.
DefaultMoveRate attribute has
the value Oxff.

Continued...
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LC-TC-03S: Secondary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
8a | LC.S.C05.Rsp | Conditional on step 7a being If requested, DUT SERVER
invoked: unicasts a ZCL default response
TH CLIENT unicasts a ZCL move | command frame to TH CLIENT
(with on/off) command to DUT with the status field equal to
SERVER, with the move mode 0x00 (SUCCESS).
field set to 0x00 (move up) and DUT SERVER turns on and
the rate field set to Oxff (move as | moves to its maximum level as
fast as it is able). fast as it is able.
8b | LC.S.C05.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
(with on/off) command to DUT unicasts a ZCL default response
SERVER, with the move mode command frame to TH CLIENT
field set to 0x01 (move down) and | with the status field equal to
the rate field set to Ox1e (30 units | 0x00 (SUCCESS).
per second). DUT SERVER turns off over 9
seconds.
9a | LC.S.A0014 | Conditional on DefaultMoveRate | DUT SERVER unicasts a ZCL
attribute being supported on the | write attributes response
DUT: command frame to TH CLIENT.
TH CLIENT unicasts a ZCL write
attributes command to DUT
SERVER, to set the
DefaultMoveRate attribute to the
value 0x3c (60 units per second).
9b | LC.S.A0014 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame for the | read attributes response
DefaultMoveRate attribute to command frame to TH CLIENT.
DUT SERVER. DefaultMoveRate attribute has
the value 0x3c.
10a | LC.5.C05.Rsp | Conditional on step 9a being If requested, DUT SERVER
invoked: unicasts a ZCL default response
TH CLIENT unicasts a ZCL move | command frame to TH CLIENT
(with on/off) command to DUT with the status field equal to
SERVER, with the move mode 0x00 (SUCCESS).
field set to 0x00 (move up) and DUT SERVER turns on and
the rate field set to Oxff (as fast as | moves to its maximum level
it is able). over 5 seconds.
(The DefaultMoveRate attribute
supersedes the rate field.)
Continued...
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LC-TC-03S: Secondary functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
10b | LC.S.CO5.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
(with on/off) command to DUT unicasts a ZCL default response

SERVER, with the move mode command frame to TH CLIENT
field set to O0x01 (move down) and | with the status field equal to

the rate field set to 0x64 (100 0x00 (SUCCESS).
units per second). DUT SERVER turns off over 3
seconds.

--- End of test case LC-TC-03S ---

281
282
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283 4.3.4 LC-TC-04S: Scenes functionality with server as DUT
284  This test case verifies the scenes functionality of the level control cluster server.

285 4.3.4.1 Scope

286  General:

287 e Read attributes command (0x00)

288 e Read attributes response command (0x01)
289 e Default response command (0x0b)

290  Groups cluster (0x0004):

291 e Add group command (0x00)

292 e Add group response command (0x00)

293 e Get group membership command (0x02)

294 e Get group membership response command (0x02)
295 e Remove all groups command (0x04)

296  Scenes cluster (0x0005):

297 e Remove all scenes command (0x03)

298 e Remove all scenes response command (0x03)
299 e Store scene command (0x04)

300 e Store scene response command (0x04)

301 e Recall scene command (0x05)

302  Level control cluster (0x0008):

303 e CurrentLevel attribute (0x0000)

304 e Move to level (with on/off) command (0x04)
305 PICS:

306 e G.S,SS,CCS

307 e G.S.C00.Rsp, G.S.C02.Rsp-G.S.C04.Rsp
308 e G.S.C00.Tx, G.S.C02.Tx, G.S.C03.Tx

309 e S.S.C04.Rsp, S.S.C05.Rsp

310 e S.S5.C04.Tx

311 e LC.S.A0000, LC.S.A0000.Scenes

312 e LC.S.C04.Rsp
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313 4.3.4.2 Required devices

Designation Symbol Description

TH Test harness client implementing:
CLIENT e The groups cluster client,
e The scenes cluster client and
e The level control cluster client.

DUT ‘ Device under test server implementing:
SERVER @ e The groups cluster server,
e The scenes cluster server and
e The level control cluster server.

314

315 4.3.4.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

316
317
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318 4.3.4.4 Test preparation

Link TH CLIENT with DUT SERVER

Before

ZigBee

After

LC-TC-04S: Scenes functionality with server as DUT

Preparation Step

Observation

Form a ZigBee network.

Observe appropriate command frame to
form the network.

Power on TH CLIENT and DUT
SERVER.

TH CLIENT and DUT SERVER are
powered on.

Join TH CLIENT and DUT SERVER to
a ZigBee network.

Observe appropriate communication
between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.

319
ltem
P1
p2
P3
320
321

--- End of test case LC-TC-04S preparation ---
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4.3.4.5 Test procedure

LC-TC-04S: Scene functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
la | G.S.CO4.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
remove all groups command unicasts a ZCL default response
frame to DUT SERVER. command frame to TH CLIENT
with the status field equal to
0x00 (SUCCESS).
1b | G.S.C02.Rsp, | TH CLIENT unicasts a ZCL get DUT SERVER unicasts a ZCL
G.S.C02.TX | group membership command get group membership response
frame to DUT SERVER with the | command frame with the group
group count field set to 0x00. count field equal to 0x00.
1c | G.S.CO0.Rsp, | TH CLIENT unicasts ZCL add DUT SERVER unicasts a ZCL
G.5.C00.Tx | group command to DUT add group response command
SERVER, with the group ID field | frame to TH CLIENT with the
set to 0x0001. status field equal to 0x00
(SUCCESS) and the group ID
field equal to 0x0001.
2 | SS.CO3.Rsp, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
S.S.C03.Tx | remove all scenes command remove all scenes response
frame to DUT SERVER with the | command frame to TH CLIENT
group ID field set to 0x0001. with the status field equal to
0x00 (SUCCESS) and the group
ID field equal to 0x0001.
3a | LC.S.A0000, | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
LC.S.CO4.Rsp | to level (with on/off) command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
Level field set to 0x7f and the with the status field equal to
transition time field set to 0x0000. | 0x00 (SUCCESS).
DUT SERVER turns on if
necessary and changes its level
to the mid-point.
3b | S.S.C04.Rsp, | TH CLIENT unicasts a ZCL store | DUT SERVER unicasts a ZCL
S.5.C04.Tx | scene command frame to DUT store scene response command
SERVER with the group ID field | frame to TH CLIENT with the
set to 0x0001 and the scene ID status field set to 0x00
field set to Ox01. (SUCCESS), the group ID field
set to 0x0000 and the scene ID
field set to 0x01.
Continued...
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LC-TC-04S: Scene functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
3c | LC.S.A0000 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame for the | read attributes response
CurrentLevel attribute to DUT command frame to TH CLIENT.
SERVER. The CurrentLevel attribute is set
to Ox7f.
3d | LC.S.A0000, | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
LC.S.C00.Rsp | tq |evel command frame to DUT | unicasts a ZCL default response
SERVER with the Level field set | command frame to TH CLIENT
to Oxfe and the transition time with the status field equal to
field set to 0x0000. 0x00 (SUCCESS).
DUT SERVER changes the
maximum value.
3e | LC.S.A0000 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame for the | read attributes response
CurrentLevel attribute to DUT command frame to TH CLIENT.
SERVER. Verify that the values of the
CurrentLevel attribute are
different to those returned in step
3c.
3f | S.S.C05.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
recall scene command frame to unicasts a ZCL default response
DUT SERVER with the group ID | command frame to TH CLIENT
field set to 0x0001 and the scene | with the status field equal to
ID field set to Ox01. 0x00 (SUCCESS).
DUT SERVER changes to the
mid-point.
3g | LC.S.A0000 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame for the | read attributes response
CurrentLevel attribute to DUT command frame to TH CLIENT.
SERVER. Verify that the values of the
CurrentLevel attribute are the
same as were returned in step 3c.

323
324
325

--- End of test case LC-TC-04S ---
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326 4.3.5 LC-TC-05S: Reporting functionality with server as DUT
327  This case test verifies the attribute reporting behavior of the level control cluster server.

328 4.3.5.1 Scope

329  General:

330 e Configure reporting command (0x06)

331 e Configure reporting response command (0x07)
332 e Report attributes command (0x0a)

333 e Default response command (0x0b)

334 Level control cluster (0x0008):

335 e CurrentLevel attribute (0x0000)
336 e Move to level command (0x00)
337 PICS:

338 e LCS

339 e LC.S.A0000

340 e L C.S.A0000.Report.Tx

341 e LC.S.C00.Rsp

342 4.3.5.2 Required devices

Designation Symbol Description
TH Test harness client implementing:
CLIENT e The level control cluster client.
DUT Device under test server implementing:
SERVER e The level control cluster server.

343

344  4.3.5.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

345
346
347
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4.3.5.4 Test preparation

Link TH CLIENT with DUT SERVER

ZigBee
Network DUT

SERVER

Before

ZigBee
Network

S~

After

LC-TC-05S: Reporting functionality with server as DUT

Preparation Step

Observation

Form a ZigBee network.

Observe appropriate command frame to
form the network.

Power on TH CLIENT and DUT
SERVER.

TH CLIENT and DUT SERVER are
powered on.

Join TH CLIENT and DUT SERVER to
a ZigBee network.

Observe appropriate communication
between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.

Establish a binding link in the reverse
direction from an endpoint on DUT
SERVER to a corresponding endpoint
on TH CLIENT that both support the
level control cluster.

Observe appropriate communication
between DUT SERVER, TH CLIENT
and any other relevant node on the
ZigBee network.

348
349
Item

P1
p2
P3
P5

350

351

--- End of test case LC-TC-05S preparation ---
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352 4.3.5.5 Test procedure
LC-TC-05S: Reporting functionality with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
0 | LCS.CO4Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to level (with on/off) command to | unicasts a ZCL default response
DUT SERVER, with the level command frame to TH CLIENT
field set to 0x80 and the transition | with the status field equal to
time field set to 0x0000 (move 0x00 (SUCCESS).
immediately). DUT SERVER moves to its
level to the mid-point.
la | LCS.A0000, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
LC.S.AD000.R | configure reporting command to | configure reporting response
eport.Tx DUT SERVER for the command to TH CLIENT,
CurrentLevel attribute with a confirming the configured
direction field set to 0x00, the attribute and with the status field
minimum reporting interval field | setto SUCCESS.
set to 0x001e (30 seconds), the
maximum reporting interval field
set to 0x003c (60 seconds) and the
reportable change field set equal
to or less than 25% of the device’s
valid value range (if valid range is
between 0 — 100 with a resolution
of 1, set the reportable change
field to Ox0a (10%)).
1b | LC.S.A0000, | None At a time < 62s after step 1a,
LC.S.A0000.R DUT SERVER unicasts a ZCL
eport.Tx report attributes command to
TH CLIENT with the
CurrentLevel attribute.
2a | LC.S.C00.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
to level command to DUT unicasts a ZCL default response
SERVER to increase its level by a | command frame to TH CLIENT
value less than that of the with the status field equal to
reportable change field. 0x00 (SUCCESS).
DUT SERVER increases its
level accordingly.
2b | LC.S.A0000, | None At a time < 32s after sending the
LC-St-¢0000-R report in step 1b, DUT SERVER
epOrt. IX unicasts a ZCL report attributes
command to TH CLIENT with
the CurrentLevel attribute.
Continued...
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LC-TC-05S: Reporting functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
2c | LC.S.A0000, | None At a time < 62s after sending the
eL;%rSt'%?OOO'R report in step 2b, DUT SERVER

unicasts a ZCL report attributes
command to TH CLIENT with
the CurrentLevel attribute.

3a | LC.S.C00.Rsp | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER

to level command to DUT unicasts a ZCL default response
SERVER to decrease its level by | command frame to TH CLIENT
a value equal to or greater than with the status field equal to

that of the reportable change field. | 0x00 (SUCCESS).

DUT SERVER decreases its
level accordingly.

3b | LC.S.A0000, | None At a time < 32s after sending the
Ie_[%rst.%?OOOlR report in step 2c, DUT SERVER

unicasts a ZCL report attributes
command to TH CLIENT with
the CurrentLevel attribute.

3c | LC.S.A0000, | None At a time < 62s after sending the
:;F%rst'%?ooo'R report in step 3b, DUT SERVER

unicasts a ZCL report attributes
command to TH CLIENT with
the CurrentLevel attribute.

4a | LC.S.A0000, | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
eport.Tx DUT SERVER for the command to TH CLIENT,
CurrentLevel attribute the confirming the configured

maximum reporting interval field attribute and with the status field
set to OxFfff (do not send reports). | setto SUCCESS.

4b | LC.S.AD000.R | Wait for 62s after the report sent | PUT SERVER does not send
eport.Tx in step 3c. any further reports.

--- End of test case LC-TC-05S ---

353
354
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355 4.3.6 LC-TC-06S: Startup functionality with server as DUT
356  This case test verifies the startup functionality of the level control cluster server.

357 4.3.6.1 Scope

358  General:

359 e Read attributes command (0x00)

360 e Read attributes response command (0x01)
361 e Write attributes command (0x02)

362 e Write attributes response command (0x04)
363 e Default response command (0x0b)

364  Onloff cluster (0x0006):

365 e StartUpOnOff attribute (0x4003)

366  Level control cluster (0x0008):

367 e CurrentLevel attribute (0x0000)

368 e StartUpCurrentLevel attribute (0x4000)
369 e Move to level (with on/off) command (0x04)
370 PICS:

371 e LCS

372 e LC.S.A0000, LC.S.A4000

373 e LC.S.CO4.Rsp

374 4.3.6.2 Required devices

Designation Symbol Description
TH Test harness client implementing:
CLIENT e The on/off cluster client and
e The level control cluster client.
DUT Device under test server implementing:
SERVER e The on/off cluster server and
e The level control cluster server.

375
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376 4.3.6.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

377
378
379
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380 4.3.6.4 Test preparation
Link TH CLIENT with DUT SERVER

ZigBee
Network

ZigBee
Network

Before After
381
LC-TC-06S: Startup functionality with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame to
form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER to | Observe appropriate communication
a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case LC-TC-06S preparation ---
382
383
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384

4.3.6.5 Test procedure

LC-TC-06S: Startup functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
la | LC.S.A0000, | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
LC.S.CO4.Rsp | to Jevel (with on/off) command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
Level field set to Ox7f. with the status field equal to
0x00 (SUCCESS).
DUT SERVER turns on if
necessary and changes its level
to the mid-point.
b |- TH CLIENT unicasts a ZCL write | DUT SERVER unicasts a ZCL

attributes command frame to
DUT SERVER to write the value
Oxff (startup in the previous state)
to the OnOff cluster,
StartUpOnOff attribute.

write attributes response
command frame to TH CLIENT.

2a | LC.S.A4000

TH CLIENT unicasts a ZCL write
attributes command frame to
DUT SERVER to write the value
Oxfe to the StartUpCurrentLevel
attribute.

DUT SERVER unicasts a ZCL
write attributes response
command frame to TH CLIENT.

2b |-

Power off DUT SERVER.

None.

Power on DUT SERVER.

DUT SERVER is powered at its
maximum level.

od | LC.S.A0000

TH CLIENT unicasts a ZCL read
attributes command frame to
DUT SERVER to read the
CurrentLevel attribute.

DUT SERVER unicasts a ZCL
read attributes response
command frame to TH CLIENT.
CurrentLevel attribute has the
value Oxfe.

3a | LC.S.A4000

TH CLIENT unicasts a ZCL write
attributes command frame to
DUT SERVER to write the value
0x01 to the StartUpCurrentLevel
attribute.

DUT SERVER unicasts a ZCL
write attributes response
command frame to TH CLIENT.

3b |- Power off DUT SERVER. None.
3 |- Power on DUT SERVER. DUT SERVER is powered at its
minimum level.
Continued...
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LC-TC-06S: Startup functionality with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
3d | LC.S.A0000 | TH CLIENT unicasts a ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
CurrentLevel attribute. CurrentLevel attribute has the
value 0x01.
4a | LC.S.A0000, | TH CLIENT unicasts a ZCL move | If requested, DUT SERVER
LC.S.CO04.Rsp | tq Jevel (with on/off) command unicasts a ZCL default response
frame to DUT SERVER with the | command frame to TH CLIENT
Level field set to Ox7f. with the status field equal to
0x00 (SUCCESS).
DUT SERVER turns on if
necessary and changes its level
to the mid-point.
4b | LC.S.A4000 | TH CLIENT unicasts a ZCL write | DUT SERVER unicasts a ZCL
attributes command frame to write attributes response
DUT SERVER to write the value | command frame to TH CLIENT.
Oxff (start up at the previous
level) to the StartUpCurrentLevel
attribute.
4c |- Power off DUT SERVER. None.
4d | - Power on DUT SERVER. DUT SERVER is powered at its
mid-point level.
4e | LC.S.A0000 | TH CLIENT unicastsa ZCL read | DUT SERVER unicasts a ZCL
attributes command frame to read attributes response
DUT SERVER to read the command frame to TH CLIENT.
CurrentLevel attribute. CurrentLevel attribute has the
value 0x7f.
--- End of test case LC-TC-06S ---
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4.3.7 LC-TC-07S: ExecutelfOff behavior with server as DUT

This test case verifies the behavior of the ExecutelfOff option of the level control cluster server.

Note: this test case only verifies the ExecutelfOff behavior with the Move to level command
and it is assumed that the Step, Move and Stop commands exhibit the same behavior. If

preferred, the tester can either repeat the test for each command or substitute a random
command in place of the Move to level command as written.

4.3.7.1 Scope

General:

Read attributes command (0x00)

Read attributes response command (0x01)
Write attributes command (0x02)

Write attributes response command (0x04)
Default response command (0x0b)

Onl/off cluster (0x0006):

Off command (0x00)

Level control cluster (0x0008):

CurrentLevel attribute (0x0000)

Options attribute (0x000f)

Move to level command (0x00)

Move to level (with on/off) command (0x04)

LC.S
LC.S.A0000, LC.S.A000f
LC.S.C00.Rsp, LC.S.CO4.Rsp
00.5.C00.Rsp
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413 4.3.7.2 Required devices

Designation Symbol Description
TH Test harness client implementing:
CLIENT e The on/off cluster client and
e The level control cluster client.
DUT Device under test server implementing:
SERVER e The on/off cluster server and
e The level control cluster server.

414

415 4.3.7.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

416
417
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418 4.3.7.4 Test preparation
Link TH CLIENT with DUT SERVER

ZigBee
@ Network

ZigBee
Network

o
Before After
419
LC-TC-07S: ExecutelfOff behavior with server as DUT
Item | Preparation Step Observation
P1 | Form a ZigBee network. Observe appropriate command frame
to form the network.
P2 | Power on TH CLIENT and DUT TH CLIENT and DUT SERVER are
SERVER. powered on.
P3 | Join TH CLIENT and DUT SERVER | Observe appropriate communication
to a ZigBee network. between TH CLIENT, DUT SERVER
and any other relevant node on the
ZigBee network.
--- End of test case LC-TC-07S preparation ---
420
421
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4.3.7.5 Test procedure

LC-TC-07S: ExecutelfOff behavior with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

la | LC.S.CO4Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level (with on/off) unicasts a ZCL default response
command to DUT SERVER, command frame to TH CLIENT
with the level field set to 0x80 | with the status field equal to 0x00
and the transition time field set | (SUCCESS).
to 0x0000 (move immediately). | DUT SERVER moves to its level to

the mid-point.

1b | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value

0x80.

2 00.S.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
off command to DUT unicasts a ZCL default response
SERVER. command frame to TH CLIENT

with the status field equal to 0x00
(SUCCESS).
DUT SERVER turns off.

3 | 00.5.A000f | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
write attributes command write attributes response command
frame to DUT SERVER to set | frame to TH CLIENT.
the Options attribute to 0x00
(ExecutelfOff bit not set).

4a | LC.S.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level command to unicasts a ZCL default response
DUT SERVER, with the level | command frame to TH CLIENT
field set to 0x01, the transition | with the status field equal to 0x00
time field set to 0x0000 (move | (SUCCESS).
immediately) and the DUT SERVER does nothing.
OptionsMask and
OptionsOverride fields
omitted.

4b | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value
0x80.
Continued...
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LC-TC-07S: ExecutelfOff behavior with server as DUT

Item | PICS Test Harness Step DUT Pass Verification

5a | LC.S.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level command to unicasts a ZCL default response
DUT SERVER, with the level | command frame to TH CLIENT
field set to 0x01, the transition | with the status field equal to 0x00
time field set to 0x0000 (move | (SUCCESS).
immediately), the OptionsMask | pUT SERVER does nothing.
field set to 0x01 and the
OptionsOverride field set to
0x00 (ExecutelfOff bit not set).

5b | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value

0x80.

6a | LC.S.C00.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level command to unicasts a ZCL default response
DUT SERVER, with the level | command frame to TH CLIENT
field set to 0x01, the transition | with the status field equal to 0x00
time field set to 0x0000 (move | (SUCCESS).
immediately), the OptionsMask | pUT SERVER does nothing.
field set to 0x01 and the
OptionsOverride field set to
0x01 (ExecutelfOff bit set).

6b | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CyrrentLevel attribute has the value
0x01.

7 | O0.8.A000f | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
write attributes command write attributes response command
frame to DUT SERVER to set | frame to TH CLIENT.
the Options attribute to 0x01
(ExecutelfOff bit set).

Continued...
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LC-TC-07S: ExecutelfOff behavior with server as DUT

Item | PICS Test Harness Step DUT Pass Verification
8a | LC.S.CO0.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level command to unicasts a ZCL default response
DUT SERVER, with the level | command frame to TH CLIENT
field set to 0x80, the transition | with the status field equal to 0x00
time field set to 0x0000 (move | (SUCCESS).
immediately) and the DUT SERVER does nothing.
OptionsMask and
OptionsOverride fields
omitted.
8b | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value
0x80.
9a | LC.S.CO0.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level command to unicasts a ZCL default response
DUT SERVER, with the level | command frame to TH CLIENT
field set to Oxfe, the transition | with the status field equal to 0x00
time field set to 0x0000 (move | (SUCCESS).
immediately), the OptionsMask | pUT SERVER does nothing.
field set to Ox01 and the
OptionsOverride field set to
0x00 (ExecutelfOff bit not set).
9b | LC.S.A0000 | TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | CurrentLevel attribute has the value
0x80.
10a | LC.S.CO0.Rsp | TH CLIENT unicasts a ZCL If requested, DUT SERVER
move to level command to unicasts a ZCL default response
DUT SERVER, with the level | command frame to TH CLIENT
field set to Oxfe, the transition | with the status field equal to 0x00
time field set to 0x0000 (move | (SUCCESS).
immediately), the OptionsMask | pUT SERVER does nothing.
field set to Ox01 and the
OptionsOverride field set to
0x01 (ExecutelfOff bit set).
Continued...
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LC-TC-07S: ExecutelfOff behavior with server as DUT
Item | PICS Test Harness Step DUT Pass Verification
10b | LC.S.A0000 TH CLIENT unicasts a ZCL DUT SERVER unicasts a ZCL
read attributes command read attributes response command
frame to DUT SERVER to frame to TH CLIENT.
read the CurrentLevel attribute. | cyrrentLevel attribute has the value
Oxfe.

--- End of test case LC-TC-07S ---
423
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4.4 Client test cases

4.4.1 LC-TC-01C: Functionality with client as DUT

This case test verifies the functionality of the level control cluster client.

The DUT client SHALL be on the same network as a suitable server, provided by the user, and
this device SHALL be used by the client to exercise its functionality. The test case uses the

test harness to prompt the user, based on the declared PICS, to exercise the functionality of the
basic cluster client and to verify the results. A sniffer tool SHALL be used to log the exercised
functionality and to determine its validity.

In this test case, the PICS notation LC.C.CdTx represents the list of commands that are
declared as being transmitted by the DUT.

4.4.1.1 Scope

Level control cluster (0x0008):

Move to level command (0x00)

Move command (0x01)

Step command (0x02)

Stop command (0x03)

Move to level (with on/off) command (0x04)
Move (with on/off) command (0x05)

Step (with on/off) command (0x06)

Stop command (0x07)

LC.C
LC.C.C00-07.Tx

4.4.1.2 Required devices

Designation Symbol Description
DUT ‘ Device under test client implementing:
CLIENT e The level control cluster client.
SERVER ' Suitable server device implementing:
e The level control cluster server.
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4.4.1.3 Initial conditions

Item | Initial Conditions

1 A packet sniffer shall be observing the communication over the air interface.

2 All devices are factory new and powered off until used.

4.4.1.4 Test preparation

Link DUT CLIENT with SERVER

Before After

LC-TC-01C: Functionality with client as DUT

Item | Preparation Step Observation
P1 | Power on the DUT CLIENT device and | DUT CLIENT and SERVER are
the SERVER device. powered on.

P2 | Ensure the DUT CLIENT device and the | Observe appropriate communication
SERVER device are on the same ZigBee | between DUT CLIENT, SERVER and
network. any other relevant node on the ZigBee
network.

--- End of test case LC-TC-01C preparation ---
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456 4.4.1.5 Test procedure

LC-TC-01C: Functionality with client as DUT
Item | PICS Test Harness Step DUT Pass Verification

1 - Test harness prompts the user None.
with a list of commands, based on
the declared PICS, which the
DUT CLIENT indicates it can
transmit.

2 LC.C.Cd.Tx None. DUT CLIENT transmits correctly
formed commands in any order and
with application achievable values.
This is verified using the sniffer log.

3 |- Prompt the user to verify that During step 2, DUT CLIENT has
the cluster commands listed in | transmitted every command listed by
step 1 were transmitted during | the test harness in step 1.

step 2.

4 |- Prompt the user to verify that During step 2, DUT CLIENT has not
the cluster commands not listed | transmitted any commands from this
in step 1 were not transmitted cluster that were not listed by the test
during step 2. harness in step 1.

--- End of test case LC-TC-01C ---

457
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/C'ES Annex A: PICS to test case cross reference

460 5.1 Server

Test case

PICS LC-TC- | LC-TC- | LC-TC- | LC-TC- | LC-TC- | LC-TC- | LC-TC- | LC-TC-
01G 01S 02S 03S 04S 05S 06S 07S

LC.S X X X X X X X X
LC.S.A0000 X X X X X X
LC.S.A0000.Scene X
LC.S.A0000.Report.Tx X
LC.S.A0001
LC.S.A000f
LC.S.A0010
LC.S.A0011
LC.S.A0012
LC.S.A0013
LC.S.A0014
LC.S.A4000
LC.S.Afffd X
LC.S.C00.Rsp
LC.S.C01.Rsp
LC.S.C02.Rsp
LC.S.C03.Rsp
LC.S.C04.Rsp
LC.S.C05.Rsp
LC.S.C06.Rsp
LC.S.C07.Rsp

X | X | X | X|X

XX | X|X|X|X|X]|X

XX | X | X|X|X]|X]|X

461
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463 5.2 Client

Test case
PICS LC-TC-01G LC-TC-01C
X X
X
X
X
X
X
X
X
X
X
X
464
465
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